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Some lifetime measurements of isomeric states in the rare earth region
with magnetic coincidence beta-ray spectrometers
Abstract
The half-lives of nine isomeric states in the rare earth region were measured using magnetic beta-ray
spectrometers and an associated fast-slow coincidence system utilizing a time-to-pulse-height converter. The
half-lives of the 8. 40-, 118- and 139-keV levels in Tm1 69 were determined to be (4. 13 ± 0. 12) nsec, (63 ± 7)
psec and (289 ± 24) psec, respectively. The half-life of the 8. 40-keV level was determined using both Erl69 and
Ybl69 decay. Several different methods were used to measure the 8. 40-keV level lifetime including applying
various accelerating voltages to the radioactive sources. Comparisons are made with theory for the K = 1/2
rotational band in Tm169. The half-life obtained for the 8. 40-keV level in Tm169 corresponds to an energy
level width of (1. 10 ± 0. 03) x l0-7 eV. If there were no broadening of the individual line profiles in the
Mossbauer effect pattern, the width at half-maximum of the resolved Mossbauer lines would be (2. 20 ± 0. 06)
x 10-7 eV compared to the narrowest experimental Mossbauer gross line width of 5. 04 x 10-7 eV. The half-lives
of the 87- and 105-keV levels in Gd155 were also determined and were found to be (6. 27 ± 0. 35) nsec and (1.
20 ± 0. 04) nsec, respectively. Comparisons were made with the theoretical predictions of Nilsson for these
two levels. The theoretical-experimental comparison would assign a spin of 5/2 to the 1 05-keV level and a
spin of 3/2 to the 87-keV level if the comparison could be taken at face value. The half-lives of the 122-keV
level in Sml52, 89-keV level in Gdl56, 396-keV level in Lu175 and 80-keV level in Prl44 were also determined.
The half-lives of these four levels were found to be (1. 36 ± 0. 06) nsec, (2. 22 ± 0. 08) nsec, (3. 31 ± 0. 10)
nsec and (143 ± 11) psec, respectively. These four half-life values agree well with values obtained by other
investigators.
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SOME LIFETIME MEASUREMENTS OF ISOMERIC STATES IN 
THE RARE EARTH REGION WITH MAGNETIC COINCIDENCE 
BETA-RAY SPECTROMETERS'~ 
Robert E. McAdams and Eastman H. Hatch 
ABSTRACT 
The half-lives of nine isomeric states in the rare earth region 
were measured using magnetic beta-ray spectrometers and an associated 
fast-slow coincidence system utilizing a time-to-pulse-heig_ht converter. 
The half-lives of the 8. 40-, 118- and 139-keV levels in Tm1 69 were 
determined to be (4. 13 ± 0. 12) nsec, (63 ± 7) psec and (289 ± 24) psec, 
respectively. The half-life of the 8. 40-keV level was determined using 
both Erl69 and Ybl69 decay. Several different methods were used to 
measure the 8. 40-keV level lifetime including applying various accelerat-
ing voltages to the radioactive sources. Comgarisons are made with 
theory for the K = 1/2 rotatio:qal band in Tm1 9. The half-life obtained 
for the 8. 40-keV level in Tmlb9 corresponds to an energy level width of 
(1. 10 ± 0. 03) x lo-7 eV. If there were no broadening of the individual 
line profiles in the Mossbauer effect pattern, the width at half-maximum 
of the resolved Moss bauer lines would be (2. 20 ± 0. 06) x 1 o-7 eV com-
pared to t~ narrowest experimental Mossbauer gross line width of 
5. 04 X 1 o- eV. The half-lives of the 87- and 1 05-keV levels in Gd155 
were also determined and were found to be (6. 27 ± 0. 35) nsec and (1. 20 ± 
0. 04) nsec, respectively. Comparisons were made with the theoretical 
predictions of Nilsson for these two levels. The theoretical-experimental 
comparison would assign a spin of 5/2 to the 1 05-keV level and a spin of 
3/2 to the 87-keV level if the comparison could be taken at face value. 
The half-lives of thl_.f?-2-keV level in Sml52, 89-keV level in Gdl56, 
396-keV level in Lu and 80-keV level in Prl44 were also determined. 
The half-lives of these four levels were found to be (1. 36 ± 0. 06) nsec, 
(2. 22 ± 0. 08) nsec, (3. 31 ± 0. 10) nsec and (143 ± 11) psec, respectively. 
These four half-life values agree well with values obtained by other in-
vestigators. 
':cThis report is based on a Ph. D. thesis submitted by Robert E. McAdams 
November, 1964, to Iowa State University, Ames, Iowa. 
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I. INTRODUCTION 
This investigation is concerned with the measurements of the life-
times of several low-lying excited nuclear levels in nuclei in the rare 
earth region. The measurements of lifetimes of excited nuclear states 
have been an important contribution to the development of nuclear theory 
and to our general knowledge of nuclei. They are an especially important 
tool for checking the validity of nuclear models. 
Lifetimes of excited nuclear states in Tm169 , Gd155 , sml52, Gdl56, 
Lul75 and Prl44 have been measured and these measurements will be pre-
sented in detail. A major portion of this work is concerned with the 
determination of the lifetime of the 8 .4-keV level in Tm169. Because of 
the low energies involved in the 8.4-keV transition, it was necessary to 
develop and apply new techniques to this measurement. The measurement of 
the 8.4-keV level lifetime makes possible, in conjunction with other 
experimental quantities, a check on the validity of the unified nuclear 
model as applied to the first three excited states in Tm169 . The 8.4-keV 
n transition is also widely used in MOssbauer studies and it is desirable 
to have a reliable determination of the lifetime which can be used in the 
analysis of the M8ssbauer results. In addition, the techniques involved 
in determining the lifetime of the 8.4-keV level in Tml69 can be applied 
to lifetime measurements of other low-energy levels in other nuclei. 
In this section, after a few preliminary definitions and remarks, a 
brief review of the historical developments concerned with lifetime 
measurements will be presented. This will be followed by a brief review 
of experimental methods available for measuring lifetimes of excited 
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nuclear levels. Two general references, one by Alburger (1) and one by 
Bashandy (2),were used in the preparation of this section and may be 
referred to for a more detailed review. 
An excited nuclear state which has a measurable lifetime is referred 
to as an isomeric state, and a nucleus which can exist in an isomeric state 
is called an isomer. The lifetime of an excited nuclear state is intimate-
ly associated with the energy E, the angular momentum I, and the parity rr 
of the excited state and of other nuclear states having lower energy. 
These other nuclear states, of course, include the ground state of the 
nucleus. 
Practically all excited levels in nuclei decay to levels of lower 
energy by emitting gamma radiation. Because of this, it is convenient 
to classify these transitions according to the angular momentum L carried 
off by the gamma ray. Electromagnetic radiation of angular momentum L 
corresponds, classically, to radiation arising from either an electric 
2L pole (IL) or a magnetic 2L pole (ML). The multipolarity of the radia-
tion is specified as IL or ML according to the class and the multipole 
order of the radiation. Consider a nucleus in an initial excited state, 
characterized by the quantities I and rr, which decays to a final state of 
lower energy characterized by the quantities I' and rr'. If the gamma 
radiation endtted during this transition has angular momentum L, the con-
servation of angular momentum requires L to obey the following selection 
rule: 
II- I'i.SL.S I+ I' (1) 
In addition, the transverse nature of electromagnetic waves forbids L 
3 
being equal to zero. Furthermore, the conservation of parity requires: 
for EL radiation (2) 
and 
A~=~~· = (-l)L-1 for ML radiation. (3) 
In these equations (A~= +1) means the initial state and the final state 
have the same parity,and (A~= -1) means the parity changes. 
A. Historical Survey 
The first case of nuclear isomerism was discovered in 1921 by Hahn 
(3). 2~ 2~ It was well known that Th decayed by beta-ray emission to Pa 
which has a half-life of 1.14 min. Hahn discovered that a beta-ray 
activity with a half-life of 6.7 hr also followed the decay of Th234. 
Furthermore, this second substance had the same atomic number and the same 
atomic mass as Pa234 . No explanation of this behavior was given at the 
time. 
The next well established case of nuclear isomerism did not occur 
until 1935. In that year Amaldi ~ al. (4) and Kourtchatow ~ al. (5) 
discovered an isomeric state in bromine. The two stable isotopes of 
bromine, Br79 and Br81, were irradiated with slow neutrons and the result-
ing activities were studied. It was found that activities were present 
having half-lives of 18 min, 4.4 min, and 34 hr. Ruling out the possibil-
ity of a third isotope necessitated assigning two of the half-lives to 
either Br80 or Br82. It was later shown by Bothe and Gentner (6) and 
by Snell (7) that the two half-lives of 18 min and 4.4 hr were associated 
with Br80 while the ~-hour half-life belonged to Br82, 
4 
The first proposed explanation of isomeric states was given in 1936 
by von Weizs~cker (8). He stated that nuclei could exist in excited states 
with different angular momenta. If the angular momentum of an excited 
nuclear state differed considerably from the angular momenta of other 
states of lower energy, the nucleus would be required to make a relatively 
difficult transition involving a large change in angular momentum. He 
showed that angular momentum changes of one or two units resulted in a 
lifetime of the order of lo-13 sec. He further showed that each additional 
unit of change in angular momentum could result in the lifetime being 
longer by a factor of about 106. 
Von WeizKcker's explanation encouraged experimentalists to discover 
other isomeric states with an aim of establishing other properties of the 
states. It was soon realized, however, that the measured lifetime of a 
state might not be sufficient to determine the angular momenta and parities 
of the states involved, because lifetime calculations require detailed knowl-
edge or assumptions about nuclear structure. 
Early attempts to calculate lifetimes were made using various nuclear 
models such as a radiating proton moving in an average field, or the 
liquid drop model where it was assumed radiation arose from vibrations 
of the drop. These early calculations did not prove too successful since 
the models were not based on sufficient experimental evidence. The first 
significantly successful nuclear model, the shell model, was introduced 
in 1950 by Mayer (9) and by Haxel, Jensen and Suess (10). The data on 
isomeric transitions contributed significantly to the experimental 
evidence on which this model was based. 
In 1951 Goldhaber and Sunyar (11) published an experimental classi-
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fication of tha than known i1omaric tran1ition1. Thay 1howad that tha 
experimental raaulta were in agreement with the shell modal if the j·j 
coupling rule is relaxed for an odd number of particles in the lg9; 2 shell. 
They also gave emperical K/L conversion electron ratio curves which could 
replace the less accurate non-relativistic theoretical curves. In addi-
tion, transitions which had been previously assigned the multipole orders 
of 13, 14 and 15 on the basis of the theoretical K/L ratios were reassigned 
the multipole orders of 12, 13 and 14, respectively. That is, the pre-
vious multipole assignments were one unit too large. Furthermore, all 
electric transitions, with the exception of some B2 transitions, had 
lifetimes which were longer than those obtained from the Weisskopf formula 
(12). These conclusions were found to be correct as more data were 
accumulated. 
The main discrepancy between the experimental results and the single 
particle shell model was the short lifetime of some 12 transitions. An 
explanation of these transitions was given in 1953 by Bohr and Mbttelson 
(13) with the introduction of the collective nuclear model. 
In 1955 Nilsson extended the shell model to include deformed nuclei 
far from closed shells, i.e. far from the magic numbers. In many cases, 
comparisons between the magnitude of theoretical values of the lifetime 
and experimental values were considerably improved. 
In this investigation comparisons will be made between the experimen-
tal values of the lifetimes of several isomeric states and the appropriate 
theoretical values. 
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B. Experimental Methods of Measuring Lifetimes of Isomeric States 
A considerable number of methods have been developed for measuring 
the lifetimes of isomeric states. These methods can be broken up into 
two main categories, one composed of methods where the lifetime is measured 
directly and the other one composed of methods where the lifetime is 
obtained by an indirect measurement. In an indirect measurement another 
quantity, e.g. the Coulomb excitation cross-section or the level width, 
is measured and the lifetime is calculated. Several methods in each 
category will be mentioned or briefly outlined. 
Lifetimes as small as a few seconds can be measured by using ordinary 
counting techniques. Por example, a beta-ray spectrometer can be used to 
determine the counting rate of the internal conversion electrons arising 
from the isomeric transition. This counting rate is recorded as a function 
of time and can be used directly to determine the lifetime. This method 
requires a relatively simple decay scheme for the isotope being examined. 
Another method is that of pulsed activation. This method is very 
similar to the one mentioned above. In this case the sample is left in 
the beam of an accelerator and the bombarding beam is interrupted using 
some type of shutter. The counting rate is then obtained only during the 
time the beam is interrupted. This method has been used by Alvarez (14). 
Bureau and Hammer (15) have also used this method, employing the Iowa 
State University synchrotron, to measure the (14.4±0.3)-~sec half-life of 
the 366-keV level in wlBl, In addition, Hammer and Stewart (16) have 
used this method to measure several half-lives in the range of 10 to 
10-4 sec. 
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Lifetimes can also be measured directly using a time channel analyzer. 
This instrument has an electronic gate which is opened by an initiating 
pulse and which remains open for a fixed period of time. While the gate 
is open the decay transition can be counted. By moving the gate in time 
with respect to the initiating pulse, which arises from a transition 
feeding the isomeric level, the delayed radiation intensity distribution 
is obtained. An instrument of this type has been used by von Dardel (17) 
to measure the 163.7-~sec half-life of Po214. 
Alburger and Pryce (18) have used a triggered synchroscope method to 
obtain a half-life of 144 ~sec for the 2.20-MeV level in Pb206 . The pulse 
from a single detector was fed to the sweep trigger and to the vertical 
deflection circuits. A slotted mask was then placed over the face of the 
oscilloscope tube and a phototube used to count the number of pulses at 
successive positions along the horizontal axis. In this manner the 
delayed pulse distribution was obtained. 
The nuclear recoil method may be used, in some cases, to measure 
lifetimes of isomeric states. This method consists of measuring the 
distance a recoiling nucleus travels before it emits a gamma ray. This 
method has been used by Thirion and Telegdi (19) to investigate the 0.87-
MeV level in o17 . 
A study of the Doppler effect on radiation arising from a recoiling 
nucleus can also lead to an upper limit for the half-life of an isomeric 
state. In some cases an actual value can be obtained for the half-life. 
Doppler broadening of the photoelectron line of the 478-keV gamma ray in 
Li 7 has been used by Elliott and Bell (20) to determine the lifetime of 
the 478-keV excited state. A more detailed account of this method as well 
8 
as the recoil method mentioned above can be found in reference (1). 
A relatively new method has been used by Blaugrund ~ al. (21) to 
measure the lifetimes of the 118- and 139-keV levels in Tml69. The source 
is inserted between two beta-ray spectrometers which are adjusted to 
transmit the conversion electrons of the cascade of interest. The 
electrons are then alternately accelerated and decelerated using high-
frequency electric fields in two microwave cavities. The coincidences 
between the two conversion lines are then recorded as a function of the 
phase difference between the two electric fields. A "prompt'' curve is 
obtained by using a low-frequency field and the half-life is obtained by 
folding different half-lives into the prompt curve until a fit of the 
experimental delay curve is obtained. 
A method which is similar to the acceleration method is the deflection 
method. The main difference is that the high-frequency modulating field 
is applied in a way which deflects the electrons perpendicular to the 
beam. This method has been used by Johansson and Alv~ger (22) to measure 
half-lives of the order of lo- 10 sec. 
Perhaps the most widely used method for measuring lifetimes directly 
is the method using delayed coincidences. This method utilizes two 
detectors which we shall refer to as A and B. Detector A detects the 
radiation associated with a transition populating the isomeric state of 
interest, ·...,bf h; detector B detects the radiation depopulating the state. 
A delayed coincidence distribution is then obtained by delaying the pulses 
from detector B, with respect to the pulses from detector A, by various 
amounts of time. In general it is necessary to have a prompt curve for 
comparison. A prompt curve is obtained from a cascade which has the same 
9 
radiation energies as the two radiations used in obtaining the delayed 
coincidence distribution. Furthermore, the lifetime of the intermediate 
level in the prompt radiations should be negligible with respect to the 
lifetime of the isomeric state. The lifetime of the isomeric state can 
then be determined by the shift of the delayed coincidence curve with 
respect to the prompt curve. 
A significant extension of the delayed coincidence method was made 
by Sunyar (23) and by Green and Bell (24). In this method a time-to-pulse-
height converter is used to convert the time overlap distribution of the 
pulses from the two detectors into a pulse-height distribution. The out-
put of the time-to-pulse-height converter is fed into a multichannel 
pulse-height analyzer. In this manner the time distribution of the 
isomeric level can be obtained much more quickly and accurately than by 
using the delayed coincidence method mentioned above. Since this is the 
method employed in the present investigation, a detailed description of 
this method will be given in Section III. 
The range of lifetimes that can be measured with delayed coincidences 
-12 has a lower limit of the order of 10 sec. For a given instrument, the 
lower limit of measurable lifetimes is usually of the order of one tenth 
of the width of the prompt curve at half maximum. The width of the prompt 
curve is limited by the phosphor decay time of the scintillator and by 
the time spread in the phototube. A discussion of the time spread in 
phototubes is given by Post and Schiff (25) and by Gatti and Svelto (26) . 
They also discuss the best methods for extracting the signal from the 
phototube. 
For a review of later developments in delayed coincidence measurements 
10 
the reader is referred to a discussion by Schwarzchild (27). 
There are, as mentioned previously, several indirect methods for 
obtaining the lifetime of an isomeric state. Two of these methods make 
use of the fact that the energy width r of a nuclear state is related to 
the mean life, T, by the Heisenberg uncertainty relation: 
(4) 
where~ is Planck's constant divided by ~-
If gamma radiation having the same energy as a ground state transi-
tion is incident on a nucleus, the gamma radiation may be absorbed by 
the target nucleus. If the cross-section is measured as a function of the 
energy of the bombarding gamma ray, the level width r may be determined. 
A major difficulty with this method is in obtaining gamma radiations with 
the correct energies. Radiation from the same nucleus is not sufficient 
because of the recoil energy of the nucleus. Therefore, some method must 
be employed which will compensate for this recoil effect. 
One method of compensating for this loss in energy due to recoil 
was studied experimentally by Pollard and Alburger (28). This method is 
to use a nucleus which emits a beta particle before emitting a gamma ray . 
When the beta particle is emitted the nucleus recoils ; if the gamma ray 
is then emitted before the nucleus comes to rest, the energy loss(due to 
nuclear recoil in emitting the gamma ray)may be compensated by the energy 
shift due to the Doppler effect. Pollard and Alburger used Na24 in their 
experimental study but no resonant scattering was observed. A similar 
study by Metzger (29) also produced negative results. 
The first positive result for a method of restoring the condition 
I 
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of resonance was presented by Moon (30, 31). The method used by Moon 
consisted of using mechanical motion to compensate for the energy loss 
due to nuclear recoil. The mechanical motion is supplied by placing the 
source on a high-speed rotor operated at speeds up to about 7 X 104 em/sec. 
He used a Hg198 source and a liquid-mercury (lOt Hg198) scatterer. He 
obtained a significant increase in the scattering and obtained a width r 
of about 3 X 10-S eV , for the 411-keV level of Hg198 This value for 
r corresponds to a half-life of the order of 10-ll sec. 
Another method which depends on measuring the width of the nuclear 
level for the determination of the level lifetime is provided by the 
Mdssbauer effect (32, 33, 34). " In the HOssbauer effect, a low-energy 
gamma ray is emitted by a nucleus in a transition to the ground state. 
The gamma ray is then absorbed by an absorber of the same material as 
the nucleus which emitted the gamma ray. If neither the source nucleus 
nor the absorber nucleus experiences a recoil during emission or absorp-
tion, the gamma ray will not suffer a change in energy due to nuclear 
recoi~ and the energy of the gamma ray will correspond exactly to the 
transition energy between the excited state and the ground state of the 
nucleus. Therefore, the probability for absorption of the gamma ray in 
the absorber will be high. In some cases, if the source and absorber are 
at the correct temperature, or if the gamma-ray energy is sufficiently 
low, the emission and absorption will be recoil-free. The momentum of 
the gamma ray is taken up by the crystals in which the source and absorber 
nuclei are bound. If either the source or absorber is moved, the gamma 
ray then suffers a Doppler shift,and the cross-section for absorption of 
the gamma ray as a function of the velocity can be obtained. The absorp-
12 
tion line width, if there were no broadening effects due to absorber 
thickness or impurities, would correspond approximately to 2 !', where r 
is again the width of the excited state. 
The basic experimental setup of a HHssbauer experiment consists of 
a source mounted on a velocity drive, an absorber target and a gamma-ray 
detector. (In some cases the absorber is mounted on the velocity drive 
instead of the source.) The energy of the emitted gamma-ray is changed 
as a result of the Doppler effect, by an amount 
A B ~ B(v/c) (5) 
where E is the gamma-ray energy, v is the source velocity and c is the 
velocity of light. The gamma-ray transmission intensity is determined as 
a function of the source velocity. As indicated above, the resulting 
experimental absorption line has a width at half maximum of 2 r. The width 
is 2 r because the energy distributions of the emission line and absorption 
line each has a width of r, and the experimental absorption curve results 
from the overlapping of the em1ssion line and the absorption line. 
There are difficulties in this method. Extreme care must be used 
in source preparation and in the design of the velocity apparatus . 
Vibration in the equipment can cause considerable broadening of the 
experimental absorption line. In addition, solid-state effects such as 
internal fields due to impurities can cause broadening. In many cases, 
a width measured by this method is considerably broader than the same 
level width determined from a lifetime measurement using other methods. 
A more detailed discussion of Massbauer work is given by Frauenfelder 
(35). 
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The method which has been used for determining more lifetime• of 
excited nuclear levels than any other method is Coulomb excitation. This 
process involves the interaction of the electric field of the target 
nucleus and of the electric field of a closely-passing bombarding 
particle. This interaction excites the target nucleus into a higher 
excited nuclear state. By measuring the absolute cross-section one can 
calculate the lifetime of the inverse radiative transition. Practically 
all of the excitations observed so far have been of the E2 character. 
As mentioned previously, the method that was used in this investi-
gation is the delayed coincidence method utilizing a time-to-pulse-height 
converter. A detailed discussion of the method and the equipment used 
in this investigation will be presented in a later section. The section 
immediately following will present a pertinent portion of the theory of 
transition probabilities. 
14 
II. TiiEORY 
In this section a brief outline of the theory of gamma-decay transi-
tion probabilities will be presented. The discussion will be restricted 
to those portions of the theory which are directly applicable to the pres-
ent investigation . 
The selection rules for gamma radiation have been given in S~ction 
I (see Equations 1, 2 and 3). The same notation used in Section I will 
be used in this section, i.e. the unprimed quantities will refer to the 
initial state involved in the transition and the primed quantities will 
refer to the final state. The half-life Tl/2 , the mean life T and the 
transition probability T are related by the following equation: 
Tl/2 ~ 0.693T = 0.693/T (6) 
The transition probability from an initial state to a final state is 
given by the well-known formula from time-dependent perturbation theory: 
(7) 
where~ is Planck's constant divided by ~r. dN/dE is the density of final 
states, H' is the perturbing Hamiltonian and~ and~· are the wavefunctions 
of the initial and final state, respectively. 
Weisskopf (12) and Moszkowski (36) have calculated the transition 
probability for electromagnetic radiation. For gamma radiation of multi-
pole order aL(aL = ML or EL), Equation 7 gives the transition probability 
as: 
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T(aL) = ~ · L + l (~ 2L+lB(aL) 
-fi L( (2L+l)!!] 2 (8) 
where (2L+l)!! • l·J·5·7···(2L+l), cis the velocity of light, 1Uu is the 
gamma-ray energy and B (aL) = i< t/1' j'nl ~I t/; > 12 is the reduced transition 
probability. The operator 'rJ ~ is the appropriate electric or magnetic 
multipole operator for the Hamiltonian interaction H'. 
Equation 8 is arrived at by confining the radiation field, represented 
~ 
by the vector potential A, in a large sphere of radius R0 • The tangential 
~ ~ 
component of A is required to vanish at the surface of the sphere and A 
..:a. 
must remain finite inside the sphere. The vector potential A is then 
expanded into a series of standing spherical waves. Each standing wave 
has a definite angular momentum L~ and corresponds to radiation emitted 
by either a magnetic 2L pole or an electric 2L pole located at r = 0. In 
addition, it is necessary to quantize the radiation field. A more detailed 
discussion of the derivation of Equation 8 can be found in reference (36). 
The reduced transition probability B(aL) depends on the particular 
nuclear model being considered. Two models will be briefly discussed. 
The single particle model using an isotropic potential will be discussed 
first, followed by a discussion of the unified model. 
As mentioned in the introduction, the nuclear shell model was intro-
duced by Mayer (9) and by Haxel, Jensen and Suess (10). In the single-
particle shell model the essential assumption is that the nucleons in an 
odd-A nucleus fill the single-particle levels in such a manner that only 
the last odd particle contributes to the angular momentum or electro-
magnetic moments of the nucleus. It is also assumed that the odd nucleon 
experiences a central potential which results from the average action of 
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the rest of the nucleons. The potential V experienced by the last nucleon 
is assumed to be nonsingular at r .. 0 and iJV/ar • 0 at r .. 0, where r is 
the radius from the nuclear center of mass. Furthermore, the potential 
is assumed to have spherical symmetry and goes to zero rapidly at the 
boundary of the nucleus. This potential is approximated by using either 
a harmonic oscillator potential or a square-well potential. In pr~ctice, 
an interpolation between these two potentials is used to obtain an energy 
level diagram . The spherical symmetry of the potential leads to conserva-
tion of angular momentum; hence, the angular momentum quantum number..t 
is a good quantum number. 
Finally, it is found that when a spin-orbit coupling term C(1 · s) is 
added to the potential the magic numbers can be obtained. The individual 
energy levels are characterized by a specific orbital angular momentum 
quantum number l and by a specific total angular momentum quantum number 
j =~ ~ 1/2. For an odd-A nucleus the single-particle levels are then 
filled by nucleon pairs in such a manner that only the last odd particle 
contributes to the angular momentum or the electromagnetic moments of the 
nucleus. A more detailed discussion of this model may be found in 
references (37, 38). 
Weisskopf (12) has used the single particle model to calculate an 
estimate of the transition probability for gamma radiation. He considers 
the case of a single proton transition and obtains, for !1 and M[ transi-
tiona: 
(9) 
T(Ml) • J.lxlol3 £3 (10) 
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where E is the gamma-ray energy in MeV and A is the mass number. These 
equations were obtained by assuming the radial wavefunctions of both the 
initial and final states to be constant inside the nucleus and to vanish 
outside the nucleus. In addition, the nuclear radius has been taken as 
1.2xlo-l3 A1/ 3 em. 
Moszkowski (36) has performed a similar calculation and has obtained, 
for El and Ml transitions: 
(11) 
T(Ml) • 3.lxloll zl s (12) 
where the nuclear radius has been used as 1.45xlo-13 A1/3 em, and where 
S is a statistical factor. 
The unified nuclear model combines the shell model and the collective 
model. In the single particle shell model described above, the potential 
is assumed to be spherical, but it has been found that many nuclei far 
from closed shells have large deformations, as shown by their large 
quadrupole moments. In the unified model a deformed nonspherical nuclear 
potential is assumed for calculating the particle motion. The collective 
model, which was introduced by Bohr and Mottelson (13), is concerned with 
nuclear motion in which all particles in the nucleus participate. This 
collective motion is made up of vibrational and rotational motion. For 
large nuclear deformations the nuclear wavefunction ~ can be expressed 
as a product: 
{13) 
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where X represents the intrinsic motion (independent particle motion), 
~· represents vibrational motion and[) represents the rotational motion. 
For this discussion the nucleus will be assumed to be in the vibra-
tional ground state . For this case, the vibrational wavefunctions do not 
enter into the calculations. 
In the case of axial symmetry, which is assumed for this model, the 
intrinsic motion is characterized by the quantum numbern, which is the 
projection of the intrinsic angular momentum on the nuclear symmetry 
axis. The total n is just equal to~n P suumed over all the particles, 
wherenp is the symmetry axis projection of the particle intrinsic angular 
momentum. 
TI1e rotational motion is characterized by the quantum numbers I, M, 
anrl K, where I is the total angular momentum, and M and K are the projec-
tions of the total angular momentum on the space-fixed axis and on the 
nuclear symmetry axis, respectively . The angular momentum I results from 
-the intrinsic angular momentum j coupling to the rotational angular momen-
....... 
tum R . In the ground state K equals I. A group of rotational states wh ic.b 
all have the same intrinsic wavefunction are referred to us u rotational 
band. 
The energy states of a rotational band in odd- A nuclei with K ~ 1/ 2 
are given to first order by: 
(14) 
where E~ is a constant, andJ is the moment of inertia of the nucleus . 
For K = 1/2 the energies of the states are given to first order by: 
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where ~ is the decoupling factor and arises from the partial decoupling 
of the intrinsic motion from the rotational motion. 
' The intrinsic wavefunctions which are used in Equation 13 are the 
Nilsson wavefunctions (39) for the anisotropic single particle model. 
Nilsson (39) has extended the single particle model to the case of an 
anisotropic potential. He uses an anisotropic harmonic oscillator poten-
tial with axial symmetry. To this potential is added the spin-orbit term 
~~ ~ 
C(i·s) as was done in the spherical shell model. An additional term nJ2 
is added to the potential to depress the high angular momentum states. 
In effect, this term interpolates between the oscillator potential and 
the square-well potential. The single-particle Hamiltonian interaction 
is then split up into two terms. One term H0 is spherically symmetric 
and the other term Ha is a function of the deformation parameter 8. The 
constants C and D are then chosen in such a manner as to reproduce the 
isotropic shell model levels when the deformation is zero. 
A representation is chosen such that H0 is diagonal. In addition, 
~ 
J2 , iz, and sz are diagonal and commute with H0 • These three operators 
are the orbital angular momentum and the projections of the orbital 
angular momentum and the spin on the nuclear symmetry axis. Their cor-
responding quantum numbers are l, A and~. None of these operators com-
mute with the total Hamiltonian H. However,lz + sz does commute with H 
and its corresponding quantum number is f2. For states having a given f2 
the basic vectors INJA.t > are used, where A+ ~ = n. The quantum number 
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N represents the total number of nodes in the harmonic oscillator wave-
function. 
1 ~ ~2 For large deformations the ·sand) terms can be treated as pertur-
bations. In this case the states are identified with N, nz, A and E, 
where nz is the number of nodal planes perpendicular to the symaetry axis. 
Nilsson (39) has used this model to calculate the transition probabil-
ity for a gamma tTansition in which only one proton changes levels. For 
an 81 transition, he obtains: 
(16) 
where~w is the gamma-ray energy in MeV, K is the projection of the total 
angular momentum I on the nuclear symmetry axis and BE£' is the ~ronecker 
delta, which is defined as being equal to one if E = E' and equal to zero 
if E ~ E'. In addition, < Il~' - KIIli'~' >is the Clebsch-Gordon coef-
ficient in the Condon-Shortley (40) notation, and the coefficients a/A are 
defined by: 
INP.:CX> ., ~ .J.A INlAt > fiE (17) 
where JtaJA • 1 and jNHa> is the eigenvector whose configuration space 
representation is denoted X. In Equation 17, a represents an additional 
quantum number which is not important to the present discussion but which 
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can be identified by referring to Nilsson (39). If Equation 16 is to be 
used for a neutron transition, the quantity (l-Z/A) 2 is replaced by (Z/A) 2 . 
This is the result of replacing the proton effective charge (1-Z/A)e by 
the neutron effective charge (Z/A)e. 
The radial matrix element< N'~' lriNf> can be easily calculated using 
the formula given by Nilsson (39). The radial matrix element for El 
transitions is different from zero only if the following conditions are 
fulfilled: 
(18) 
N + 1 > N' > N-1 (19) 
In practice Q' ~ J and N' ~ N. For N' • N - 1 and El transitions, the 
radial matrix element reduces to two terms: 
1/2 
< N-11-lJrJNl> = ((N+i+l)/2] 
< N-ll+ljrJNl> = ((N-f>/2] 1/ 2 · 
(20) 
(21) 
169 In the Tm investigation, the interest is in M1 transitions in a 
K = 1/ 2 rotational band. In this case, there is a partial decoupling of 
the intrinsic motion from the rotational motion and the intrinsic structure 
appreciably affects the transition probability. Nilsson (39) has also 
calculated the transition probability for this case. For a transition from 
a level with spin 1'+1 to a level with spin I' (both levels belong to the 
same K = 1/ 2 rotational band) he obtains: 
(22) 
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where G0 and b0 are constants which can be obtained from other experi-
mental measurements. The following equations give relations involving 
G0 and b0 , in addition to other quantities which are measurable, for 
the case of I' • 0 • K' • 1/2: 
G0 • 3~ - Cl(gl-gll)-l/2gs + gl - 2gll (23) 
b0 •-(2G0)- 1 [3~+a{gl-gll)+l/2gs - g1-gaJ (24) 
In these equations ~ is the magnetic moment of the ground state, dis the 
decoupling factor and gil, gland gs are the gyromagnetic ratios. For free 
nucleons gs • (5.585, -3,826) and gl • (1, 0) for protons and neutrons. 
Of course, the values of the magnetic ratios for nucleons bound in a 
nucleus are not necessarily the same as for free nucleons. The gyromagnet-
ic ratio gil is approximately equal to Z/A for irrotational flow of uniform-
ly charged nuclear matter. Again, this value is not necessarily the 
value for a nucleus but is used in some cases as an approximate value. 
The value of the magnetic moaent for a level of spin I in a K • 1/2 
rotational band is given by the following equation: 
where gK • G0 - gil. 
Branching ratios of transitions to different members of a rotational 
band obey a rather simple relation and are sometimes helpful in assigning 
spins to single particle levels. For electromagnetic transitions of 
multipole order L from a state characterized by I and K • n to two members 
of a rotational band characterized by I', I" (I" refers to the lower of 
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the two rotational states) and K' = n•, the theoretical gamma-ray 
intensities 1(1 -+ I") and -y(I -+ I') satisfy the relation: 
¥{I -+ I") = (~)2L+l ( <ILKK I -K IILI"K '>) 2 
-y(I-+ I') E' <ILKK'-K ILI'K'> (26) 
where E" is the gamma-ray energy for the transition I-+ I", E' is the 
gamma-ray energy for the transition I-+ I', and the quantities in the 
brackets are Clebsch-Gordan coefficients in the Condon-Shortley notation 
(40). For a more detailed discussion of intensity rules for beta- and 
gamma-ray transitions to rotational levels, cf. Alaga et al. (41). 
In almost all cases the mean life of an isomeric state which is 
measured experimentally is not the gamma-ray mean life. This is true 
because of the presence of internal conversion and branching to different 
lower levels. For this reason, it is necessary to correct the experimental 
mean life for the presence of any of these other possible means of decay. 
When internal conversion is present the gamma-ray mean life is given 
by; 
~(-y) = •(exp)(l+a) (27) 
where a is the total internal conversion coefficient. If, in addition, 
branching to other levels is also present, the gamma-ray mean life of the 
ith branch is given by: 
(28) 
where Ii is the relative intensity of the ith branch depopulating the 
level, i.e. Ii < 1 and~ Ii = 1. If the radiation is also an admixture, 
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(for example M1 and 12), the mean life for the electric multipole radia-
tion is: 
~~(~) • ~(exp)(l+a)I-1 '-I(K) +l] 
i i LI(E) (29) 
where I(K) is the intensity of the magnetic multipole radiation and I(E) 
is the intensity of the electric multipole radiation. 
The theory and the equations given in this section will be used 
extensively in the discussions of the lifetime measurements of isomeric 
levels in Tm169 and Gd155 . These discussions are presented in Section IV. 
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III. EXPERIMENTAL EQUIPMENT AND METHODS OF ANALYSIS 
The delayed coincidence method is used in this investigation for the 
determination of all isomeric lifetimes. Two intermediate-image beta-
ray spectrometers are used for the energy discrimination. The use of 
the spectrometers allows excellent energy resolution and in many cases 
eliminates the possibility of detecting other contaminating transitions 
which could affect the experimental delayed coincidence distribution 
obtained for the level of interest. One spectrometer is adjusted to 
transmit either beta particles or conversion electrons of the desired 
energy from a transition populating the level of interest. The other 
spectrometer is adjusted to transmit conversion electrons arising from a 
transition depopulating the level. An associated fast-slow coincidence 
system utilizing a time-to-pulse-height converter is then used to obtain 
the beta-electron or electron-electron delayed coincidence distribution 
associated with the electrons transmitted by the two spectrometers. 
Finally, the delayed coincidence distribution which is obtained with the 
aid of the fast-slow coincidence system is analyzed to determine the half-
life of the intermediate level. 
A. Experimental Equipment 
The equipment used in this investigation consists mainly of two 
magnetic beta-ray spectrometers placed back-to-back for coincidence 
measurements and an associated fast-slow coincidence system. The fast-
slow coincidence system is composed of a time-to-pulse-height converter, 
a four hundred channel pulse-height analyzer and a slow coincidence 
circuit which is used to gate the analyzer. A block diagram of the 
equipment used in this investigation is shown in Figure 1. 
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In Figure 1 the radioactive source is placed between the two spectro-
meters and the spectrometer currents adjusted to transmit the electrons 
from the two transitions of interest. The electrons impinge on scintilla-
tion crystals and the scintillations are detected by the photomultiplier 
tubes . The phototube pulses, taken off the anode, are fed into the 
limiters in order to obtain constant amplitude pulses. The clipping 
cables are used to obtain pulses 40 nsec in length which are then fed into 
the time-to-pulse-height converter. The converter converts the time 
overlap of the two pulses into an output pulse. The amplitude of the 
output pulse is proportional to the time overlap of the two pulses. The 
converter output is fed into the multichannel analyzer via the analyzer 
amplifier and the analyzer gate. If the gate is open the output pulse 
is recorded by the analyzer. 
The analyzer gate is controlled by the slow coincidence output. 
The signals for the slow coincidence circuit are taken off the 11th 
dynodes and fed through cathode follower circuits. The signals are then 
amplified and are fed through trigger circuits to the slow coincidence 
circuit. The delays in the slow channels are for the purpose of control-
ling the timing of the two pulses at the slow coincidence circuit as well 
as the timing of the gating pulse. The output of the slow coincidence 
circuit is fed into a trigger circuit and finally through an amplifier to 
the gate of the analyzer. The amplifier in the coincidence output is only 
for the purpose of obtaining a pulse of the correct shape and length 
necessary to operate the analyzer gate. The scalers are used to record 
the slow coincidence rate as well as both single counting rates. 
The purpose of the slow coincidence circuit is to discriminate against 
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s11tall pulses which do not cut the limiters off long enough to allow a 
40-nsec pulse to be generated. In order for a coincidence to be recorded 
in the Analyzer, both pulses contributing to the coincidence must have 
their associated pulses from the 11th dynodes large enough to get through 
their respective trigger circuits in the slow coincidence arrangement. 
TIH~ spiral delay line and the pulse generator shown schematically in 
Figure 1 were used in calibrating the converter and will be discussed 
later in this section. A more complete description of the critical 
pieces of equipment used in this investigation will be given in the follow-
ing portion of this section. 
The beta-ray spectrometers which were used are of the Slatis-Siegbahn 
intermediate-image type (42). Of the two spectrometers in this laboratory, 
one was originally constructed by Nichols~ al. (43, 44) in 1953. During 
1956 the other spectrometer was constructed by Schupp as described in 
reference (45). In addition, Schupp modified the first spectrometer in 
such a manner as to make it possible to use the two spectrometers for · 
coincidence measurements. A description of the construction and operating 
characteristics of the spectrometer• can be found in references (43, 44, 
45). A photograph of the spectrometers is shown in Figure 2 and a 
schematic cross-section of the coincidence spectrometers is shown in 
Figure 3. In the schematic diagram c1 , c2 and c3 are the water-cooled 
current coils; Be and Br are the center baffle and the resolving baffle, 
respectively; furthermore, S and D are the source and the detector, 
respectively. The lines originating at the source and ending at the 
detector show the approximate paths over which the electrons travel. 
The detection system is composed of scintillation crystals placed, 
Figure 2. Photograph of the coincidence spectrometer and variable delay line 
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Figure 3. Schematic cross-section of the coincidence spectrometer 
w 
0 
31 
as is shown in Figure 3, on the ends of lucite light pipes which transmit 
the light back to the fourteen-stage photomultiplier tubes. The light 
pipes are used in order to keep the phototubes outside of the magnetic 
fields of the spectrometers. 
Anthracene scintillation crystals were used in channel B for detecting 
the electrons with the higher energy of the two electron energies assoc-
iated with each half-life measurement. The anthracene crystals were 1.3 
em in diameter and 2 mm in thickness. Both plastic-coated and uncoated 
anthracene crystals were used for different measurements. The plastic-
coated crystals were used whenever the electron energy was greater than 
the order of 100 keV. If the electron energy was much less than 100 keV, 
the counting efficiency decreased as electrons lost energy or were stopped 
in the plastic coating. For energies below 100 keV uncoated anthracene 
crystals were used for better counting efficiency. The uncoated crystals 
had to be replaced every ten days because anthracene sublimes rapidly in 
a vacuum. 
For most of the measurements, Nash-Thompson Naton 136 scintillating 
plastic was used in channel A for detecting the electrons with the lower 
energy of the two energies associated with each measurement. The plastic 
scintillator was 1.3 em in diameter and 0.68 mm in thickness. 
The plastic scintillator was used for the low-energy detection because 
the phosphor decay time for the plastic scintillator is considerably 
smaller than for anthracene. The use of the plastic scintillator improved 
the half-width of the prompt curve considerably, especially for electron 
energies below 40 keV. For example, the half-width of the prompt curve 
obtained using anthracene in both channels was 5.9 nsec for the 20.8-keV 
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L-conversion electrons in coincidence with the 110-keV L-conversion 
electrons in Ybl69 decay. The half-width of the prompt curve obtained 
using the plastic scintillator in the low-energy channel was 2.9 nsec 
for the same cascade. Prompt curves obtained using anthracene and using 
Naton 136 for detecting the low-energy electrons are shown in Figure 4 
for comparison. 
The disadvantage of using the plastic scintillator instead of 
anthracene is the much weaker light signal obtained from the Naton 136. 
A comparison of the pulse-height distribution for 70-keV electrons for 
the two different scintillator& is shown in Figure 5. In order to obtain 
the same size pulse, at a given energy, using Naton 136 as is obtained 
using anthracene, the voltage applied to the phototube must be increased 
by several hundred Volts. This means the signal-to-noise ratio is much 
smaller for the plastic scintillator than it is for anthracene. 
In summary, the anthracene crystal was used for the high-energy 
electrons because of the large signal-to-noise ratio obtained and because 
the phosphor decay time was not too important at the higher energies. The 
Naton 136 was used for detecting the low-energy electrons because the 
most important characteristic at these energies was the phosphor decay 
time of the scintillators. The lifetime of the 8.4-keV level in Tml69 
could not have been determined from the slope of the delayed coincidence 
distribution without using the Naton 136 plastic scintillator for the low-
energy detection. 
The photomultiplier tubes which were used were fourteen-stage Amperex 
56 AVP phototubes. These were used because of their high gain and their 
excellent time-spread characteristics. The phototubes were cooled, using 
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Figure 4. A comparison of the prompt curves obtained using Naton 
136 plastic scintillator and anthracene in the low-energy 
channel. Both curves were obtained using anthracene in 
the high-energy channel. Coincidences for both curves 
were obtained between the 20.8-keV L-conversion electrons 
and the 110-keV L-conversion electrons in the Ybl69 decay 
I 
I 
I 
J 
"' I 0 
-)( 
(/) 
~ 
z 
~ 
0 
0 
34 
NATON 136 PLASTIC SClNTI LLATOR 
ANTHRACENE 
oL-L-~~_L~~--L_~~~~~--L_L_~_L_L~ 
10 20 30 40 so eo 10 eo to 100 
CHANNEL NUMBER 
Figure 5. A comparison of the pulse-height distributions of Naton 136 
plastic scintillator and anthracene for 70-keV electrons 
35 
ordinary refrigeration units, to a temperature of about -45° C. As can 
be seen in Figure 6, the signal-to-noise ratio is improved considerably 
by cooling. 
In Figure 6 the curves show the pulse-height distribution of approx-
imately 100-keV electrons using an anthracene crystal. The distributions 
were recorded on the multichannel pulse-height analyzer. The only differ-
ence between the two curves is that the curve with the circle points was 
taken with the phototube at room temperature while the other curve was 
obtained with the phototube cooled as mentioned. The peak in both distri-
butions arises from the 100-keV electrons while the sharply rising portion 
at low channel numbers is due to noise in the phototubes. As can be 
easily observed, the gain increased and the noise decreased when the 
phototube was cooled. It is quite possible that the increase in gain was 
due to a change in the temperature of the voltage-divider resistors, 
since cooling the phototube could also result in slight changes in the 
temperature of the voltage divider. The decrease in the noise is more 
noticeable in Figure 7. In this figure the amplifier gain was decreased 
for the cooled case until the peaks of the electron distributions 
occurred at the same pulse height. Again the curve with the circles was 
obtained withthe phototubes at room temperature and the other curve was 
obtained with the phototubes at -45° C. 
The voltage dividers for the 56 AVP phototubes were constructed using 
the suggestions in the Philips pamphlet included with the 56 AVP photo-
multipliers. A circuit diagram of the voltage divider is given in 
Appendix A (Figure 43). The potentiometers shown in the circuit diagram 
were adjusted to give maximum gain and minimum noise. The phototube used 
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A comparison of the pulse-height distributions obtained with 
the phototube at room temperature and with the phototube 
cooled to approximately -45° C. Both curves were obtained 
using an anthracene crystal and 100-keV electrons 
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Figure 7. A comparison of the pulse-height distributions obtained with 
the phototube at room temperature and with the phototube 
cooled to approximately -450 C. The gain of the amplifier was 
decreased in obtaining the distribution for the cooled photo-
tube until the distribution peak occurred at the same position 
as for the uncooled phototube distribution. Both curves were 
obtained using an anthracene crystal and 100-keV electrons 
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in the low-energy channel (channel A in Figure 1) was usually operated 
with an applied voltage of approximately 2,450 Volts while the phototube 
in the high-energy channel (channel B in Figure 1) was operated at approx-
imately 2,150 Volts. 
The limiter circuits, which were used to give a constant amplitude 
output pulse, were constructed by the Aaes Laboratory Instrumentation 
Group. The limiters were modeled after one described by Simma (46). 
T~o modifications were made in Si~' circuit.hovever. One modification 
was to use two 404A limiter tubes in parallel in place of the one limiter 
tube used by Simms. This was done in order to obtain output pul1es 40 
nsec long with small input pulses. This vas desirable since the investi-
gation of the lifetime of the 8.4-keV level in Tml69 necessitated working 
with low-energy electrons and,hence.vtth small output pulses from the 
photomultiplier tube. The second modification involved using a 1.35-Volt 
mercury battery in biasing the grids of the 404A limiter tubes. A 
circuit diagram (Figure 44) of the limiter circuit is given in Appendix A. 
The time-to-pulse-height converter vas also constructed by the Ames 
Laboratory Instrumentation Group and vas modeled after one described by 
Simms (46). Again soae alight modification• were made in building the 
converter. A circuit diagraa (Pigure 45) of the converter is also included 
in Appendix A. The ability of the converter to operate properly is 
strongly dependent on the two constant-current transistors being balanced 
(the 2N643 transistors in the circuit diagram in Appendix A). It vas 
necessary to try a large number of transistors in order to find two which 
give an appreciable linear range of time-to-pulse-height converaon. The 
methods used in adjusting the converter for use are described by Simms 
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(46). 
The converter ill also very temperature-dependent; it was therefore 
necessary to enclose the converter circuit in an insulated box. This 
eliminated appreciable short-term drifting due to short-term temperature 
fluctuations. In addition, the laboratory was air conditioned and this 
aided in minimizing long-term temperature drifts. 
The spiral delay line, shown sche .. tically in Figure 1 and visible 
in Figure 2, is similar to one deacribed by Graham~ al. (47). The delay 
line was designed to have a characteristic impedance of 125 Ohms. 
A continuous layer of plexiglass was used to support the center wire, 
instead of lucite posts used by Graham et al, which decreased the 
velocity of propagation considerably, but the pleriglass layer was 
more quickly constructed than the posts. The spiral delay line 
was constructed by the Iowa State University 
Instrument Shop. 
The pulse generator and the 400 channel pulse-height analyser are 
both Radiation Instrument Develop .. nt Laboratory instrumenta. Tba pulse 
generator is I.IDL Model 47-8 and baa a riae time leas than 0.5 naec. The 
analyzer is RlDL Model 34-12. For all lifetime measurements the 400 
channels were broken up into four 100-channel sections. The rest of 
the equipment associated with the fast-slow coincidence system is more 
or less standard and will not be described. 
Several of the half-life meaaur ... nts, which will be described in 
the next section, were obtained using various voltages applied to the 
radioactive sources. Three advantages can be obtained from the applica-
tion of a voltage to the radioactive source. All three advantaaea arise 
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from the fact that when a voltaae ia applied to the 1ource the electrons 
are either accelerated (neaattve voltaae applied) or decelerated (positive 
voltaae applied). The ener11 aatned or lo1t by the electron• 11 propor-
tional to tba applied voltaae, e.a. an applied voltaae of -10,000 Volts 
re1ult1 in an increa .. in the electron en&riY of 10 keV. Thi1 ability 
to chana• the aneray of the electrona aid• con1iderably in .-kina it 
po11ible to obtain a pra.pt dtatrthution uatna the .... en&r&J electron• 
that are used in the delayed coincidence distribution. 
Another awantaae 11 related to lov-eneray electron•. 'lbe tn.tenlity 
of the 1cintillatton• ari1tna froa electron• loatna their eneray tn the 
1cintillator h atronaly dependent upon the enaru of the electron•. ly 
increaaina the electron aneray uatna the applied voltaaa, a more intenae 
light 1ignal ia obtained from the 1cintillator. The more intenae li&ht 
signal reaulta in a lara•r pulae betna detected at the anode of the photo-
multiplier. 'lbe net reault ta a .uch better atanel-to-noiae ratio for the 
detectina ay1tea. The ability to apply -25,000 Volts to a aource means 
that electron• with an eneray of only a few eV of eneray can be detected 
aa eaaily •• electron• havtna 25-keV eneriY without an applied volta&•· 
The third advantaae ia clo1ely related to the one juat .-ntioned. 
Thil advantaae artaea froa the fact that the width of the pr011pt distribu-
tion ia alao dependent upon the electron enerpea involved. Thia is true 
becauae of the atatiltical nature of the acintillation proceaa. On the 
averaaa .ore photona are a.ittad for the htaher eneray electrona. A 
detailed diacuaaion of thia atattatical proceaa in connection with the 
uae of phota.altiplier tubea 11 atven by Post and Schiff (25) and by 
Gatti and lvelto (26). 
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Two high-voltage power supplies were used to apply a voltage to the 
various radioactive sources. One power supply is an NJE Corporation Model 
HSV-5-20, 500-5,000 Volts, DC supply and the other is a Spellman Model 
LAB 30-PN, 1-30 kiloVolts, DC supply. The NJI model was used in most of 
the experimental studies involving an applied source voltage. The Spellman 
model was used primarily for a study of the effect of the source voltage 
on the measured half-life of the 8.4-keV level of Tml69 . 
A source holder was constructed to allow a voltage of approximately 
25,000 Volts to be applied to the source. The source holder vas con-
structed using lucite as the primary insulating material as well as for 
holding the source in position. (A portion of the source holder with the 
high-voltage cable attached is visible in the upper left hand corner of 
the photograph in Figure 2.) The spectrometers, and hence the spectro-
meter end plates, were at ground potential while the voltage was applied 
directly to the source. The schematic of the source and its surroundings 
can be viewed in Figure 3. An attempt was made to place grounded screens 
on the faces of the end plates to aid in a more uniform acceleration of 
the electrons emanating from the source, but the screens decreased the 
spectrometer electron transmission by orders of magnitude. The best 
operation was obtained by leaving the source surroundings unchanged as is 
shown in Figure 3. 
For voltages greater in magnitude than approximately 15,000 Volts, 
some difficulty was encountered in maintaining an applied source voltage 
for an indefinite period of time. A discharge would occur between the 
source and the end plates after a period of time depending upon the magni-
tude of the applied voltage. At voltages above 27,000 Volts it was 
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impossible to avoid a discharge for a long enough period to obtain a set 
of half-life data. (A discharge would burn out the protective fuse in 
the high-voltage power supply.) With 25,000 Volts applied.a discharge 
could be avoided for several hours but eventually a discharge would occur. 
The radioactive sources used in this investigation were vaporized 
onto aluadnum backings and were 0.5 ma in di ... ter. Two different 
aluminum backings were used; one backing was 180 ~/cm2 in thickness while 
the other backing was 1.8 ma/ca2 in thickness. All but two or three 
sources were prepared on the thin aluatnua since this alla.ed much better 
electron transmission through the backing. In all cases the front side 
of a source (the aide with the radioactive material) was used for the 
low-energy channel. This means the electrons detected in the high-
energy channel were required to penetrate the aluadnum backing before 
being detected. 
The calibration of the time-to-pulse-height converter is an important 
part of the experimental work involved in measuring the lifeti .. s of the 
isomeric states reported in this investigation. An extensive description 
of the methods of calibrating the time-to-pulse-height converter is given 
in Appendix B. In addition, a discussion of several checks of the 
reliability and accuracy of the converter is presented in the same 
Appendix. Since the converter calibration is discussed extenaively else-
where, only a brief discussion will be presented here. 
Two methods were used to calibrate the converter. One method involves 
obtaining prompt curves with different amounts of cable between the 
limiter and the converter. The other method is a method described by 
Graham~ al. (47) and utilizes a spiral delay line and a pulse generator 
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as shown in Figure 1. Both methods are described in detail in Appendix 
Band are shown to give the same calibration constant in nsec/channel. 
The remainder of the results discussed in Appendix B can be summarized 
briefly. The converter calibration is found to be linear over a range of 
approximately 20 nsec. The accuracy of the calibration constant is found 
to be 1.7t. In addition, attenuation effects are shown to be negligible 
in the cable calibration of the converter. In the case of the pulse 
generator calibration of the converter, the amplitude of the pulse gen-
erator pulses is shown to have no noticeable effect on the calibration 
constant for pulses greater than 2.5 Volts in amplitude. 
B. Methods of Analyzing the Delayed Coincidence Distribution 
There are three methods of analyzing the delayed coincidence distri-
bution in order to obtain the half-life of the isomeric level associated 
with the coincidence distribution. The three methods are the center of 
gravity method, the slope method and the folding method. The method 
which is chosen in a given analysis will depend upon the value of the half-
life of the isomeric level and on the sharpness of the associated prompt 
distribution. 
The center of gravity method was used as the primary means of 
determining the half-lives which are less than one nanosecond in this in-
vestigation. In this method, the delayed coincidence distribution was 
obtained for the level under investigation. The spectrometers and all 
the other pieces of equipment were left untouched and the prompt source 
(in most cases ThB) was inserted into the spectrometer in place of the 
source of interest. A prompt distribution was then obtained for comparison 
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using the beta particles feeding the 239-keV level in Bi 212 in coincidence 
with the conversion electrons of the 239-keV ground state transition. The 
appropriate accidental background was then subtracted from the two curves 
and the center of gravity of each distribution was calculated. It has 
been shown (48) that the mean life can then be obtained from the following 
equation: 
c-c • ~-~ 0 0 (29) 
where C is the center of gravity of the coincidence distribution of 
interest, C0 is the center of gravity of the comparison distribution, ~ 
is the mean life of interest and ~0 is the mean life of the level assoc• 
iated with the comparison distribution. In most cases ~0 is small enough 
to be neglected. 
When a set of data was taken for deteTadning a half-life using the 
center of gravity method, the coincidence distributions were obtained 
alternately. That is to say, a prompt comparison curve was obtained first 
and then the source was changed and a delay distribution obtained; the 
source was changed again and a prompt distribution was obtained. The 
process was then repeated until the desired data were obtained. This 
alternation procedure was used in order to minimize errors due to possible 
drifts in the calibration of the time-to-pulse-height converter. 
The slope method was used as the primary method for measuring the 
half-lives greater than one nanosecond. Newton (49) has shown that the 
mean life can be obtained, in certain cases, from the slope of the log 
N(t) versus t plot, where N(t) is the number of coincidences obtained at 
time delay t. Expressed in terms of an equation: 
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d log N(t) • - ! [1-
dt T 
f..Ul. ] 
N(t) (30) 
where T is the mean life, P(t) is the prompt coincidence distribution and 
N(t) is the delay coincidence distribution associated with the mean life 
T· As can be seen in Equation 30, when P(t) << N(t) the slope of the log 
N(t) plot is -1/T· One advantage to this method is that the comparison 
prompt curve does not have to be obtained using exactly the same electron 
energies, used for the delay curve. The prompt curve is used only 
to show which portion of the delay curve can validly be used in determining 
the slope. 
In general, when this method was used for determining a half-life, 
a prompt curve was not obtained for every delay distribution. Prompt 
curves were obtained only periodically in order to verify that the correct 
portion of the delay curve was being used in the half-life determination. 
The data outside of the prompt region were then analyzed using the Iowa 
State University IBM 7074 computer. An iterated weighted least-squares 
fit to the data was performed by the computer. A discussion of the com-
puter program is given in Appendix D. 
The folding method of Newton (49) was used twice for determining 
the half-life of the 8.4-keV level in Tml69, This method requires a set 
of prompt coincidence curves obtained at various time delays. A half-life 
is then assumed for the level of interest and these prompt curves are 
folded into the assumed half-life until a calculated coincidence distri-
bution curve is obtained. This calculated curve is then compared to 
the experimentally determined coincidence distribution. Various half-lives 
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are assumed until the half-life which gives the best comparison with the 
experimental coincidence curve is deterndned. 
The accidental coincidence distributions,which must be subtracted 
from both the prompt and delay coincidence distributions, were obtained 
in two different ways. If the coincidence distribution was sufficiently 
narrow, the accidental distribution was obtained from the coincidence 
distribution data by using the accidental background on either side of 
the coincidence distribution. The accidental background within the 
region of the coincidence distribution was obtained by linear interpola-
tion. 
When the coincidence distribution was not sufficiently narrow to use 
the above-mentioned method, it was necessary to make a separate determina-
tion of the accidental distribution. This was done by adding approximately 
forty nanoseconds of cable to channel A and recording the accidental 
distribution on the multichannel analyzer. When forty nanoseconds of 
cable.were inserted, the coincidence pulses arising from the nuclear tran-
sitions no longer overlapped at the converter. 
For most delay coincidence distributions that required a separate 
determination of the accidental background, a determination was made for 
each delay distribution. However, in some cases the same accidental distri-
bution was used for two delayed coincidence distributions. When the 
accidental distribution was used for two sets of lifetime data, it was 
taken between the two sets of delayed coincidence data. In all ca1es the 
accidental distribution was corrected to the same number of single counts 
and to the same counting time using: 
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(31) 
where Na is the number of accidental coincidence counts recorded in time 
t, Tc is the coincidence resolving time, NA and NB are the number of single 
counts recorded in channel A and B in time t. It was not necessary to 
measure Tc in this equation since 
N ~ (N NLt'N')/(N'N't) a A""B a A B 
where the unprimed quantities refer to the coincidence values and the 
primed quantities refer to the accidental background values. All the 
(32) 
quantities on the right hand side of Equation 32 were readily available 
in each measurement. 
After the background distribution was obtained, the distribution was 
plotted on graph paper and a smooth curve was drawn through the set of 
points. The values for the accidental counts were obtained from this 
curve and subtracted from the delay coincidence distribution. 
Since it was necessary to add at least forty nanoseconds of cable to 
channel A in order to obtain a separate determination of the accidental 
distribution, there could possibly be an attenuation effect in the 
accidental background. This possibility was checked by using two transi-
tions which could not be in coincidence; an accidental distribution 
was obtained with the usual amount of cable inserted and with an additional 
45 nsec of cable added to channel A. The two distributions were normalized 
and the counts every ten channels summed to give a total of ten points 
for each distribution. In Figure 8 the ordinate scale is the relative 
difference between N1 and N2 multiplied by one hundred, where N1 is the 
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Figure -8. Comparison between the accidental coincidence distribution 
obtained vtth the usual amount of cable inserted between the 
limiters and the converter and the accidental distribution 
obtained with an additional 45 nsec of cable added to channel 
A. N1 and N2 refer to the sum of the counts in ten channels 
from these respective accidental distributions 
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sum of ten channels from the accidental distributions taken with the 
usual amount of cable in channel A; and N2 is the sum of counts in ten 
channels of the accidental distribution obtained with 45 nanoseconds of 
cable added to channel A. The points are plotted every ten channels 
starting at channel 5. The first point arises from the sums of counts in 
the first ten channels, the second point from the second ten channels, 
etc. The top three sets of points show the results of three separate 
runs with the flags showing the errors. The bottom set of points is the 
result of adding the first three runs together before obtaining the rela-
tive differences. Since the majority of the error flags (eight out of ten 
in the bottom set) overlap with the horizontal line at zero, there is no 
evidence of any attenuation effect within the accuracy of the data. 
All three of the above-mentioned methods of analyzing the delayed 
coincidence distributions were used in obtaining the results of the life-
time measurements of this investigation. These measurements and results 
will be discussed next. 
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IV . ICASURJU.NTS AND RBSULTS 
In this section the measurements and the results of the lifetime 
investigations will be presented. Lifetimes of isomeric levels were 
measured for levels in Tml69, Gdl55, s.l52, Gdl56, Lul75 and Prl44. Each 
of these isotopes will be discussed and the results of the ... aur ... nts 
presented. The experimental results for Tm169 and Gd155 will be compared 
with the appropriate theoretical valuee. All the experimental lifetime• 
will be compared with the experimental values obtained by other inveeti-
gators. The firet portion of this section will cover the half-life 
measurements of levels in Tml69 with special emphaeis on the .. eeur ... nt 
of the half-life of the 8.4-keV level. The second portion will be con-
cerned with measurements in Gdl55 while the third portion will include 
the measurements of one isomeric lifetime in each of the four ieotopea: 
Gd156 , Lul75, sm152 and Prl44. 
A. Half-Lives of Three Isomeric Levels in Thulium 169. 
The half-lives of the first three excited levels in Tm169 which were 
measured in this investigation belong to levels in the ground etate rota-
tional band with K • 1/2. This rotational band is one of the met well-
known K • l/2 rotational bands and baa been extensively studied. At the 
time the present experiments were undertaken there was wide disagr .... nt 
between the experimental values of the half-life of the 8.4-keV leYel. In 
addition, it was thought that confir.ing value• of the half-lives of the 
118- and 139-keV levels would be desirable. Accurate and reliable value• 
for these ha lf-lives, in conjunction with other experi.ental values, could 
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then be used for a test of the theory for a K • 1/2 rotational band in a 
deformed nucleus. The 8.4-keV transition is also widely used in ~ssbauer 
studies and it would be extremely useful to these investigators to have 
a reliable value for the half-life of the 8.4-keV level. For these 
reasons, a large part of this investigation is devoted to an extensive 
study of the half-life of the 8.4-keV level in Tml69. 
1. Half-life of the 8.40-keV level 
The half-life of the 8.4-keV level was investigated using both the 
beta decay of !rl69 and the electron-capture decay of Ybl69. The Ybl69 
was obtained by neutron capture of 141 enriched Ybl68 irradiated in the 
Argonne National Laboratory reactor. The !rl69 was obtained by irradiating 
771 enriched Erl68 either in the Argonne reactor or in the Materials 
Testing Reactor operated by Phillips Petroleum Co. at Arco, Idaho. In 
addition, an Erl69 sample was kindly made available by Professor Felix 
Boehm of the California Institute of Technology. 
The decay schemes of Br169 and Ybl69 are shown in Figure 9. Refer-
ences for the decay scheme may be found in the Nuclear Data Sheets (50) 
and in a recent paper by Alexander and Boehm (51). Both of these refer-
ences were used in the preparation of Figure 9. The Tm169 internal con-
version spectrum, as recorded with the magnetic spectrometer, is shown in 
Figure 10. The main portion of the figure is the internal conversion 
spectrum obtained with a Ybl69 source, and the inset is the spectru. 
obtained with an lr169 source. loth sets of data were obtained using one 
of the beta-ray apectra.eters described in Section III and an anthracene 
detecting crystal. 
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Figure 9. Decay seb ... of lrl69 and Ybl69 (50, 51). Energies are 
given in IIIV 
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Figure 10 . The main figure shows the major portion of the internal conversion spectrum of 
Tml69 followinf the Ybl69 decay. The inset shows the internal conversion 
spectrum of Tm .69 following the Erl69 decay 
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The first measurements of the half-life of the 8.4-keV level were 
made using anthracene detectors in both channels. The width of the 
prompt curve using anthracene detectors made it impossible to use the 
slope method for determining the half-life of the 8.4-keV level. For 
this reason, the folding method was used in conjunction with an Yb169 
source. 
In this method a set of prompt curves was obtained using the 20.8-
keV L-conversion electrons in coincidence with the 110-keV K-conversion 
electrons with a voltage of -1,600 Volts applied to the Yb169 source. The 
delay curve was obtained using -4,000 Volts applied to the source; this 
voltage moved the 8.4-keV N-conversion line up to the position of the 
20.8-keV L-conversion line without a current change in the A-channel 
spectrometer. A small change of 1.71 in the current was necessary in the 
B-channel spectrometer in order to refocus on the llO-keV K-conversion 
electrons. It was felt this small change would not significantly affect 
the results of the folding method. 
The prompt curves were obtained at one nanosecond intervals. The 
prompt curves obtained for O, 5, 10, 15, 20, 25 and 30 nanoseconds of 
delay are shown in Figure ll. (The experimental points were omitted in 
Figure 11 to avoid the confusion of. a large number of overlapping points.) 
The prompt curves were normalized by determining the total counts in each 
prompt curve and correcting them according to the counts recorded in the 
slow coincidence scaler. These corrected counts were then plotted versus 
the delay associated with each curve. This plot is shown in Figure 12. 
A smooth curve was then drawn through the points and the curve used to 
complete the normalization. The curve decreases at large time delay due 
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Fi gure 11. Prompt curves obtained by detecting 20.8-keV L-conversion 
electrons in coincidence with 110-keV K-conversion electrons 
in the Ybl69 decay. These curves were used in the folding 
me thod to determine the half-life of the 8.4-keV level in 
Tml69, The experimental points were omitted to avoid the 
confusion of a large number of overlapping points 
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Figure 12. This figure shows the total corrected counts in each prompt 
curve obtained for the folding method as a function of the 
time delay associated with each prompt curve 
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to the fact that some of the coincidence pulses no longer overlap at the 
converter and are th e refor e not r ecorded on th e analyz-
er. The difference between the straight line and the curve gives the 
number of coincidences not rec orded on the analyzer. 
After the prompt curves were normalized, different half-lives were 
assumed and a calculated delay curve obtained for each assumed half-life. 
Before a comparison could be made with the experimental delay curve, one 
additional correction had to be made. There are some prompt coincidences 
present in the experimental delay curve . These arise from coincidences 
between the Auger electrons under the 8 .4-keV N-conversion electron peak 
and the 110-keV K-conversion electrons . Most of these coincidences result 
from the Auger electrons emitted following the K-conversion of the 110-keV 
transition or from the internal conversion of the 198- or 20.8-keV transi-
tions which are in coincidence with the 110-keV transition. The contribu-
tion to the prompt distribution from the half-life of the 118-keV level 
can be considered prompt also since the half-life of the 118-keV level 
is short compared to the half-life of the 8.4-keV level. 
Because of this prompt contribution, a correction factor must be 
applied to correct the calculated curve for the presence of these prompt 
coincidences. This correction was made by matching the calculated delay 
curve and the experimental delay curve at the twenty-four nanosecond 
point. The calculated and the experimental delay curves were then made 
to match again at time delay zero by adding a prompt curve (the time delay 
zero curve in Figure 11) of the correct size. Figure 13 shows the experi-
mental delay curve and points of the calculated delay curve for assumed 
half-lives of 4.0 and 4 .4 nanoseconds. The value obtained for the half-
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Figure 13. A comparison between the experimental delay curve for the 8.4-
keV level in Tml69 and the calculated points of the delay 
curve, obtained using the folding method, for different 
assumed half-lives. The experimental delay curve was obtained 
by detecting 8.4-keV N-conversion electrons in coincidence 
with 110-keV K-conversion electrons using the Ybl69 decay. 
Anthracene detecting crystals were used in both coincidence 
channels 
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life in this case is 4.25 nsec . The best fit is determined by minimizing 
the sum: 
(34) 
where X(ti) is a point on the calculated delay curve at time delay ti and 
X'(ti) is a point on the experimental delay curve. A second determination, 
using the same method, gave a half-life of 4.00 nsec. The average of 
these two values gives a final value, using the folding method, of 
(4.12 ~ 0.20) nsec, where the error is an estimated error limit. 
After obtaining the results mentioned above, the Naton 136 plastic 
scintillation detectors were obtained. The use of the Naton 136 made 
possible the determination of the half-life using the slope method. 
Several sets of data were obtained and analyzed using the slope method and 
Yb169 decay. For these measurements, the Naton 136 plastic scintillation 
crystal was used in the low-energy channel. Voltages in the range of 
-2,000 to -4,500 Volts were applied to the source in order to accelerate 
the 8.4-keV internal conversion electrons up to the same energy as the . 
20.8-keV L-conversion electrons. In obtaining the delay curves, coin-
cidences were obtained between the 8.4-keV conversion electrons and the 
conversion electrons of a transition feeding the 8.4-keV level. Figure 
14 shows a delay curve and a prompt curve obtained using 8.4-keV N-eon-
version electrons in coincidence with the 110-keV K-conversion electrons. 
Figure 15 shows three other curves obtained using different conversion 
electrons in coincidence with either 8.4-keV M-conversion electrons or 
8.4-keV N-conversion electrons. (The half-lives given in these figures 
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Figure 14. Delay curve for the 8.4-keV level in Tml69 and a comparative 
prompt curve using the Ybl69 decay. The points between the 
arrows were used to obtain the half-life given in the figure 
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Figure 15. Three delay curves for the 8.4-keV level in Tml69 obtained 
by detecting conversion electrons from various transitions 
in coincidence with the 8.4-keV conversion electrons. All 
three curves were obtained using the Ybl69 decay. The points 
between the arrows were used to obtain the half-life values 
in the figure 
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and in all subsequent figures are the half-lives obtained from the curve 
shown; furthermore, they are obtained only from the data between the 
arrows shown in the figures.) The data using different conversion elec-
trons in coincidence with the M- and N-conversion electrons of the 8.4-keV 
transition were obtained for two reasons. One reason was to detect any 
possible contributions to the delay curve arising from some other level 
in Tm169 or arising from a possible contaminant in the Yb169 activity. 
The other reason was to determine if there was any change in the measured 
half-life as the energy of the conversion electrons in coincidence with 
the 8.4-keV conversion electrons was varied. No significant change in 
the measured half-life was found in the results of these measurements which 
are given in Table 1. 
The weights given in Table 1 are proportional to the reciprocal of 
the square of the relative standard deviation of the half-life as obtained 
from the computer. This value of the standard deviation is therefore 
dependent only on the statistical scatter of the individual points used 
in the least squares fit of a given set of data. 
It should be mentioned that the result of an individual determination 
was very sensitive to the accidental background which was subtracted from 
the delay curve. In some cases the background was much larger than the 
true coincidences, especially for large time delay points. The effect 
of a possible error in the background was investigated by changing the 
background by 5l for several sets of data. In general, a change of 57. in 
the background resulted in a change of at least 57. in the determined half-
life. In one or two cases a change of 107. in the half-life resulted from 
a 57. change in the background. This probably accounts for the large 
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Table 1. Half-life values of the 8.4-keV level in Tml69 obtained using 
the slope method, cable calibration and Ybl69 decay 
Coincidences obtained 
between conversion 
electrons 
8 .4N vs 1101 
8 .4H vs 1101 
8 . 4N vs llOK 
8 .4M vs llOK 
8.4N vs 130K 
8 .4M vs 130K 
Weighted average 
Half-life in 
1Q-9 sec 
4.24 
4.38 
4.20 
4.46 
4 . 20 
4.09 
4.23 
4.76 
4.57 
4.40 
4.56 
4.48 
4.57 
4. 75 
4.63 
4.05 
4 . 19 
3.84 
4.34 
4.48 
4.23 
4.84 
4.79 
4.26 
fluctuations in the half-life values in Table 1. 
Weight 
60 
24 
389 
1 
7 
36 
36 
5 
117 
46 
81 
26 
117 
2 
1 
22 
16 
117 
19 
2 
1666 
2 
3 
The weighted average of the half-life values in Table 1 results in 
a half-life of (4.26 ~ 0.15) nsec. The error arises from a 14 error due 
to the statistical spread of the data, a 3~ error assigned to account for 
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differences due to weighting (equal weighting gives a values of 4.41 nsec) 
and a 1.7l error in calibration of the converter (mentioned in the previous 
section). The square root of the sum of the squares of the errors gives 
a final determinate error of 3.6l. 
A check was made on the reliability of the experimental method and 
equipment using low-energy electrons by measuring the half-life of the 
396-keV level in Lul75 . The 396-keV level in Lul75 is fed by a beta group 
(see Figure 36), and coincidences can be obtained by setting at low 
energies on this group . The results of this check are discussed later 
in this section, but they indicate that the method and equipment are 
reliable at low energies. 
At this point in the investigation, the results of the half-life 
measurement of the 8.4-keV level were published by MCAdams et al. (52). 
The value which was reported was (4.36 + 0.17) nsec. This previously 
reported value should be reduced by approximately 3l due to a more accurate 
determination of the time delay of the calibrating cables which was made 
after the half-life value was reported. 
After these results were published, a value of (3.45 ~ 0.25) nsec 
was reported for the half-life of the 8.4-keV level in Tml69 by Sundstr~m 
et al. (53) . Their equipment and experimental methods were very similar 
to the equipment and methods used in this investigation with one exception. 
This exception was in the acceleration voltage applied to their source. 
They applied an acceleration voltage of -35,000 Volts to their source com-
pared to a maximum acceleration voltage of -4,500 Volts applied in the 
investigation described above. In order to determine if this could be 
the cause of the discrepancy between their reported value of the half-life 
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and the value determdned as described above, experiments were undertaken 
to determine the half-life of the 8.4-keV level as a function of the 
applied source voltage. 
Figure 16 shows the internal conversion spectrum of Tml69 as obtained 
using a Yb 169 source with a voltage of -25,000 Volts applied to the source. 
This spectrum was obtained using the Naton 136 plastic scintillation 
crystal. A comparison with the internal conversion spectrum in Figure 10 
will show the large gain obtained in the detection efficiency for the 8.4-
keV conversion electrons . 
In this portion of the investigation the spiral delay line and the 
pulse generator were used to calibrate the time-to-pulse-height converter. 
Figure 17 shows a delay curve obtained for the 8.4-keV level with -25,000 
Volts applied to the source. The prompt curve in this figure was obtained 
by reversing the polarity of the high-voltage supply and applying +24,000 
Volts to the source . This moved the 110-keV K-conversion electron peak 
down to the same current position as the 8.4-keV M- and N-conversion 
electron peak with -25,000 Volts applied. Thus, the current in the low-
energy spectrometer was unchanged for the two curves. It was necessary 
to make a slight change in current in the high-energy spectrometer in 
order to focus on the 198-keV K-conversion electrons. 
Figure 18 shows six different delay curves for the 8.4-keV level 
obtained with different voltages applied to the source. These curves 
were obtained by detecting coincidences between the 8.4-keV M- and N-eon-
version electrons and the 198-keV K-conversion electrons. The 198-keV 
K-conversion electron peak was used in order to obtain a large coincidence 
counting rate using electrons with as high an energy as possible. These 
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electrons give a sharper prompt peak because they have a higher electron 
energy and because the width of the prompt distribution is a function of 
the energy of the electrons involved in obtaining the prompt distribution. 
This effect was mentioned in the discussion of the advantages of using 
an applied source voltage in Section III and is discussed extensively 
by Post and Schiff (25) and by Gatti and Svelto (26). 
In using the 198-keV K-conversion electrons, a contribution to the 
delay curve is obtained from the half-life of the 118-keV level. This is 
not significant however, since the half-life of the 118-keV level is 
63 x lo-l2 sec as is shown later in this investigation. 
The values of the half-life obtained are given in Table 2. The 
different voltages applied to the source for each half-life value are also 
given in Table 2. Again, the weights are proportional to the reciprocal 
of the square of the relative standard deviation obtained from the least 
squares fit of the data. Table 3 gives weighted averages of the half-life 
as a function of the high voltage applied to the source. The third column 
gives the number of sets of data that contributed to the half-life given 
in the second column. The error in column two is the determinate error 
only. On the basis of the values in Table 3, it is concluded that there 
is no significant change in the half-life as a function of the source 
voltage over the voltage range of this investigation. 
A weighted average of all the values in Table 2 gives a value of 
(4.13 ~ 0.08) nsec for the half-life of the 8.4-keV level of Tm169 . The 
error in this value arises from a 0.3t error in the spread of the data, 
a 1% error due to possible differences in weighting (equal weighting 
gives a value of 4.10 nsec), and a 1.7t error in calibrating the converter. 
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Table 2. Half-life values of the 8.4-keV level in Tml69 obtained as a 
function of the applied source voltage 
Source voltage 
3 - 5 kV 
7 - 12 kV 
Halg-lifea in 
10- seconds 
4.20 
4.27 
4.32 
4.33 
3.79 
3.95 
4.37 
4.33 
4.06 
4.34 
4.07 
3.89 
4.41 
4.47 
4.45 
4.01 
4.22 
4.06 
4.13 
4.38 
4.ll 
4.03 
4.17 
4.15 
3.83 
4.02 
4.18 
4.06 
4.15 
4.04 
3.89 
4.26 
4.07 
4.00 
4.05 
4.16 
4.05 
Weight 
1 
1 
9 
100 
6 
20 
4 
100 
8 
400 
5 
5 
32 
4 
20 
32 
1600 
174 
64 
100 
100 
64 
20 
100 
32 
ll 
100 
32 
8000 
400 
174 
174 
400 
174 
174 
174 
64 
aThese values of the half-life were obtained by detecting coincidences 
between the 8.4-keV conversion electrons and either 110-keV L-conversion 
electrons or 198-keV K-conversion electrons in Ybl69 decay. 
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Table 2. (Continued) 
Hal f-li fea in 
Source voltage 10-9 seconds Weight 
7 - 12 kV 3.77 25 
4.00 4 
15 kV 4.13 552 
4.05 800 
4.03 1143 
4.11 727 
4.13 174 
4.17 174 
20 kV 4.02 16 
3.84 20 
3.97 20 
3.89 44 
21 kV 3.95 400 
25 kV 4.15 16 
4.18 25 
4.02 100 
4.06 400 
27 kV 3.98 9 
Weighted average 4.13 
Table 3. The weighted average of the half-life of the 8.4-keV level in 
Tml69 as a function of applied source voltage 
Source voltage 
3 - 5 kV 
7 - 12 kV 
15 kV 
20 kV 
25 - 27 kV 
Half-life in 
lQ-9 seconds 
4 . 1 7 .±. 0 . 08 
4.06 .±. 0.09 
4.08 .±. 0.09 
3.94 + 0.09 
4.06! 0.09 
Number of sets 
of data con-
tributing to ~1/2 
29 
10 
6 
5 
5 
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These errors combine to give a determinate error of 2.0~. 
This half-life measurement of the 8.4-keV level as a function of the 
applied source voltage, as described above, has already been reported by 
McAdams et al. (54). The value reported was (4.11 ± 0.12) nsec. The 
difference between the value given above and the value previously reported 
is the result of a more detailed evaluation of the weights used in obtain-
ing the weighted average. 
The center of gravity method cannot be used for obtaining the half-
life of the 8.4-keV level using Ybl69 decay. This is because of the prompt 
coincidences present in the delay curve. As mentioned previously, these 
arise from coincidences between the Auger electrons under the 8.4-keV con-
version peak and the conversion electrons used in the high-energy channel. 
As mentioned previously, these coincidences result mainly from the Auger 
electrons which are emitted following internal conversion. A center of 
gravity calculation would result in a value for the half-life that was too 
short. Indeed, when this calculation was performed a value of approxi-
mately 3.4 nsec was obtained. This value is considerably shorter than 
the other values obtained for the half-life. 
The decay of Erl69 was also used to determine the half-life of the 
8.4-keV level in Tml69. In this case, coincidences were obtained between 
the 8.4-keV M-conversion electrons and the beta particles of the beta 
transition feeding the 8.4-keV level. See Figure 9 for the decay scheme 
and Figure 10 for the conversion spectrum. 
Figure 19 shows a delay curve using Er 169 and a prompt curve using 
the 20.8-keV L-conversion electrons in coincidence with the 110-keV 
K-conversion electrons. The current settings were unchanged for these two 
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curves. A voltage of approximately -4,500 Volts was applied to the Erl69 
source in order to move the 8.4-keV M-conversion line up to the same 
current position as the 20.8-keV L-conversion line. 
The curves in Figure 19 are situated, with respect to the calibration 
curve, such that there is some folding back of the curve in the negative 
time delay region . This is because the converter is nonlinear in the 
region to the left of the time delay equals zero position. This accounts 
for what appears to be a slight prompt contribution in the delay curve. 
Table 4 gives the results of the six half-life determinations using 
the decay of Erl69 . A weighted average of these six values gives a 
value of (4 .19! 0.12) nsec for the half-life. The error arises from a 
1.24 error due to the statistical spread of the values, a 2~ error due 
to possible differences in weighting (an unweighted average gives a 
value of 4 . 27 nsec), and a 1.7~ error in the calibration of the converter. 
These errors combine to give a resultant determinate error of 2.9~ or 
0 . 12 nsec . 
It is possible to determine the half-life of the 8.4 keV level using 
a center of gravity calculation and Er169 decay. The prompt curve, in 
this calculation , was obtained using 20.8-keV L-conversion electrons in 
coincidence with 110-keV K-conversion electrons in Yb169 decay. Two 
determinations of the half-life were made using this method. One set of 
data is s~own in Figure 20 . The crosses in the figure indicate the 
positions of the centers of gravity of the two curves. The differences 
between the two centers of gravity is 5.66 nsec for this set of data. 
It is, however, necessary to subtract 0.06 nsec from the half-life of 
3.92 nsec obtained from the difference between the two centers of gravity. 
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Table 4. The half-life values of the 8.4-keV level in Tml69 obtained 
using !rl69 decay 
Half-life in lo-9 seconds Weight 
4.41 5 
4.14 19 
4.68 1 
4.26 4 
4.18 29 
3.96 3 
4.19 -- Weighted average 
This is necessary because the 118-keV level in Tml69 has a half-life of 
0.06 nsec and the prompt curve in Figure 20 is therefore displaced to the 
left by 0.09 nsec. This results in a corrected value of 3.86 nsec for the 
half-life. 
The two sets of data give values of (3.86 ± 0.27) nsec and (4.17 ± 
0.21) nsec for the half-life of the 8.4-keV level. These two values 
combine to give a weighted average value of (4.06 ± 0.25) nsec for the 
half-life. The large errors in these values results largely from the 
uncertainty in extending the delay curve into the region beyond 16 nsec 
in Figure 20. 
Table 5 brings together the five values of the half-life of the 8.4-
keV level which were obtained using the different methods and the different 
sources (Ybl69 and Br169). The most accurate value, and the value which 
is used as the final determined value of the half-life, is the value 
Figure 20. Delay curve for the 8.4-keV level in Tm169 using an Er169 source and a comparative 
prompt curve using an Ybl69 source . The crosses indicate the centers of gravity 
for the two distributions. The difference between the centers of gravity does not 
give the mean life in this case, since a correction must be made for the mean life 
of the 118-keV level in Tml69 which is associated with the prompt distribution in 
the figure 
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Table 5. Values of the half-life of the 8.4-keV level in Tml69 obtained 
using different methods and different sources 
Source Method 
Folding 
Slope & cable calibration 
Slope, pulse generator 
calibration and source 
voltage varied 
Slope 
Center of gravity 
Half-life 
in lo-9 seconds 
4.12 + 0.20 
4.26 = 0.15 
4.13 + 0.08 
4.19 + 0.12 
4.06 = 0.25 
obtained using the variation of the source voltage. The determination of 
this value is also the least dependent on the weights chosen in obtaining 
a weighted average value. If a weighted average of all the original 
values is obtained, using the same weighting procedure as in obtaining 
the five separate values, the final value would change by approximately 
0.01 nsec. 
The final value for the half-life of the 8.4-keV level in Tm169 is 
therefore (4 . 13 ~ 0.12) nsec, where the error is obtained by multiplying 
the determinate error by 1.4 to include a possible systematic error. 
A comparison between the value of the half-life of the 8.4-keV level 
in Tm169 determined in this investigation and the values obtained by other 
investigators is shown in Figure 21. In addition, the values are tabulated 
in Table 6. Figure 21 includes only the latest value reported by each 
investigator or group of investigators listed in Table 6. 
80 
Table 6. Half-life of the 8.4-keV level in Tml69 as reported by 
different investigators 
Measurement 
1 
2 
3 
4 
s 
6 
7 
Half-life in 
lQ-9 seconds 
4.13 + 0.12 
3.7.! 0.5 
6.6 + 1.0 
7 .! 2 
3.45 .! 0.25 
3. 24 .! 0.17 
3.53 + 0.20 
Investigator 
Present investigation 
Beekhuis and de Waard (55) 
Hauser et al. (56) 
Schneider et al. (57) 
Sundstrom et al. (53) 
-- . 
Blechschmidt et al. (58) 
Bloess and ~nnich (59) 
Of the values listed in Table 6, only the second value listed is in 
agreement with the value determined in this investigation. This value 
was the first value reported for the half-life of the 8.4-keV level and 
it was reported by Beekhuis and de Waard (55). They used a parallel 
plate acceleration device using accelerating voltages of 21, 30 and 40 kV. 
They obtained a delayed coincidence distribution and a prompt distribu-
tion,and determined the half-life of the level using the slope method. 
The third value obtained by Hauser et al. (56) and the fourth value 
by Schneider et al. (57) were obtained by the same group. They used Er 169 
decay and a Nai crystal for detecting the 8.4-keV gamma rays. It was 
necessary for them to use the folding method in order to make a determina-
tion of the half-life. Although no details of the experiment are published 
it is thought that they could possibly have an error in their background 
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subtraction. If too small a background was aubtracted this could account 
for the large value of the half-life which they obtained. 
The fifth value in Table 6 was obtained by Sundstrgm et al. (53) 
uaing a technique which was very similar to the one used in this invest!-
gation. No explanation can be given for the discrepancy between the 
value determined in thia investigation and the value determined by 
Sundatrgm ~ al. It is poasible that their source was contaminated by 
some other isotope since their source was prepared on an aluminum backing 
and then irradiated in a flux of 2 x lol4 neutrons/cm2-sec. However, it 
should be mentioned that no definite indication of this was found upon 
examination of the internal conversion spectrum given in their publication. 
Value aix by Blechschmidt ~ ~· (58) was determined by using a spark 
chamber. This reference does not give any details of the experiment. How-
ever, the last value in Table 6 by Bloess and MUnnich (59) was also deter-
mined using a spark chamber. The delay curve given in reference (59) 
appears to be almost symmetrical and introduces the possibility that their 
prompt curve at this low energy is not as sharp as they indicate. The 
prompt curve which is given was obtained using csl34, 
The value of (4.13 ~ 0.12) nsec for the half-life of the 8.4-keV 
level in Tml69 determined in this investigation corresponds to an energy 
level width of (1.10 ~ 0.03) x 10-7 eV. If there were no effects which 
II 
could broaden the individual line profiles in the MOssbauer effect pattern, 
the width at half-maximum of the resolved M8ssbauer lines would correspond 
to twice the level width or (2.20 ~ 0.06) x lo-7 eV. 
Several inveatigatora have recently reported recoil free resonant 
absorption measurement• using the 8.4-keV transition in Tm169 (60-71) . 
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Two of the narrowest gross line widths have been obtained by Barnes~ al. 
(70) and H~efner et al. (67). Barn~s et al. (70) have obtained a gross 
line width at half maximum of 1.8 cm/sec,and Htlefner ~ al. have obtained 
a value of 2.2 em/sec . Using Equation 5 these values correspond to energy 
widths of 5.04 x 10-7 eV and 6.17 x 10-7 eV, respectively. Thus the 
II 
narrowest experimental gross width at half-maximum of the MOssbauer line 
profiles is approximately 2.3 times broader than the width of the unbroad-
ened lines predicted from the half-life measurement determined in this 
investigation . 
Poindexter (71) reports an experimental gross line width at half 
maximum of 1.8 em/sec for the Mgssbauer line profiles. [This measurement 
is the same measurement as reported by Barnes~ al. (70) .] He applies a 
correction factor of 1.45 to the line width in order to correct for the 
finite thickness of the absorber. When this correction is applied, the 
width of the MHssbauer line is 1.24 em/sec or 3.47 x 10-7 eV. This width 
is still larger than the width predicted by the present lifetime measure-
ment of the 8.4-keV level by a factor of 1.6. Poindexter states that the 
origin of this line broadening is uncertain. 
A ~ursory comparison of HHssbauer line widths with the true line 
widths obtained by the lifetime measurements for other isomeric levels in 
II the rare earth region, indicates the MOssbauer line widths are approximate-
ly a factor of two broader than the widths predicted by the lifetime 
measurements . This comparison was made using the compilations of Muir 
and Ando (72) and the Nuclear Data Sheets (50). 
This cursory comparison indicates that it is not unusual in the 
rare earth region to obtain experimental MHssbauer line widths that are 
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broader than the true line widths predicted by the lifetime measurements. 
Thus, the factor of 1.6 mentioned above for the 8.4-keV level in Tml69 
is not surprising. 
2. Half-life of the 118-keV level 
The half-life of the 118-keV level in Tml69 was measured using the 
shift of the center of gravity. Coincidences were obtained between the 
110-keV L-conversion electrons and the 198-keV K-conversion electrons. 
A comparative prompt source was obtained by using a ThB source on 1.75 
mg/cm2 aluminum backing. Coincidences were then obtained between the 
beta particles and the ThB F-line (239-keV K-conversion electrons from the 
212 239-keV level in Bi ) . The mean life of this Bi 212 level has been shown 
to be less than 2 x lo-13 sec (73). The ThB F-line electrons were atten-
uated in energy in passing through the aluminum foil and this allowed a 
considerable number to be detected at the current position corresponding 
to the 198-keV K-conversion electrons. The currents in both spectrometers 
were left unchanged during the process of obtaining a set of data. The 
prompt and delayed distributions were obtained using the alternation pro-
cedure described in Section 111. The mean life was then obtained from 
the difference between the centers of gravity. 
The thirty-four values of the half-life that were obtained are 
listed in Table 7. An unweighted average of these values gives a final 
value for the half-life of (63! 7) psec. The determinate error of 5 psec 
in this value arises almost entirely from the statistical spread of the 
values. The determinate error is increased by a factor of 1.4 to include 
a possible systematic error. 
85 
Table 7. Half-life values of the 118-keV level in Tm169 
Half-life in Half-life in Half-life in 
10-12 seconds 10-12 seconds 10-12 seconds 
66 29 55 
119 43 78 
66 56 49 
91 60 31 
84 58 92 
47 53 69 
Y2 53 59 
118 92 69 
105 81 46 
15 26 33 
114 46 Average 63 
13 12 
The half-life of the 118-keV level has been measured by Blaugrund (74) 
and Blaugrund ~ al. (21). The most accurate value is reported in 
reference (21) and is reported as (62 ~ 2.8) psec. The value of (63 ~ 7) 
psec determined in this investigation is in good agreement with this value. 
J. Half-life of the 139-keV level 
The half-life of the 139-keV level in Tm169 was also measured using 
the center of gravity method . Coincidences were obtained between the 
130-keV K-conversion electrons and the 177-keV K-conversion electrons in 
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obtaining a delay curve. A delay curve and a prompt curve are shown in 
Figure 22. The prompt curve was obtained using the ThB F-line and the 
beta particles. It was possible to obtain coincidences for the prompt 
curve at the same spectrometer current setting as for the delay coincidence 
distribution because of the large attenuation in energy of some of the 
F-line electrons as they penetrated the aluminum source backing . 
Six values for the half-life of the 139-keV level were obtained in 
this inveatigation: 281, 327, 278, 242, 302, and 306 psec. An unweighted 
average of these six values results in a value of (289 ~ 24) psec. The 
determinate error of ~ 15 paec arises largely from the spread of the six 
half-life values. The determinate error is multiplied by 1.4 to include 
a posaible systematic error. 
The half-life of the 139-keV level has been measured by two other 
investigators. Blaugrund (74) has obtained a value of (291 + 25) psec 
for the half-life and SundstrHm ~ ~· (75) have recently obtained 
(321 ~ 14) psec. The value for the half-life determined in this investi-
gation agrees well with the value determined by Blaugrund but not as well 
with the value determined by SundstrHm et al. The present value does agree 
h II wit the value determined by Sundstrom~ al. within the overlapping 
errors, however. 
4 . Discussion of the rm169 ground-state rotational band 
The experimental data on the ground state rotational band in Tm169 
have been recently reviewed and discussed in terms of the unified nuclear 
model by SundstrHm et al. (76) and by Bowman~ al. (77). This band is 
composed of the ground state and the first three excited states shown in 
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Figure 9. The spin assignments are 1/2, 3/2, 5/2 and 7/2 for the ground 
state, and the first three excited states, respectively. 
Sundstrom~ al. (76) used the seven possible equations obtained 
from Equations 22 and 25 and the experimental values of T(Ml, 7/2 ~ 5/2), 
T(Ml, 5/2 ~ 3/2), T(Ml, 3/2 ~ 1/2), ~1/2• ~312 , ~5; 2 , and ~7; 2 , which were 
available at the time of their comparison to obtain a best fit for the 
model parameters SK • G0 - Sa• sa and b0 . They then used the three 
parameters obtained from the best fit to recalculate the seven values 
mentioned above . These calculated values were then compared to the 
experimental values . Their conclusion was that the magnetic properties 
were not consistant with the model predictions. 
A more recent discussion is given by Bowman et al. (77) using more 
,, 
.. recent experimental values for some of the quanti ties used by Sundstrom 
et al. (76) in their discussions. Bowman et .!1_. have redetermined ~5; 2 
and ~7/ 2 and have obtained values which differ considerably from the 
values of these magnetic moments which had been used by Sundstrom~ al. 
Bowman~ al. use the experimental values for ~1/ 2• (~3/ 2) / (~1/2), ~7; 2 , 
•s; 2 and B(E2, 1/2 ~ 5/ 2) to determine the set of parameters Q0 , gk' Sa• 
and b0 where Q0 is the intrinsic quadrupole moment. They then use these 
parameters to calculate the mean lives, the magnetic moments, the mixing 
ratios and the branching ratios for the ground-state rotational band. 
They obtain excellent agreement between these calculated values and the 
experimental values, indicating that the disagreement obtained by 
Sundstrom~ al. (76) was most probably due to errors in some of the 
experimental values available at that time, especially in ~5/ 2 and ~7; 2 · 
Since these two studies are rather extensive, a general study of the 
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r :; tational band properties will not be repeated here. Rather, a comparison 
will be made of the agreement between the values of jG0 j and b0 as obtained 
from the three half-lives, , 3/ 2 , 's/2 and , 712 measured in this investi-
6ati;m and these will be compared to G0 and b0 obtained by Bowman et al. 
(77) 
The internal conversion coefficient of the 8.4-keV transition has 
b~en determined by two different investigators. Charpak and Suzor (78) 
l! ciVe -.)btatned a value of 106 ,:t 6 for the total conversion coefficient 
,.td i e Kanke lett et al . (79) have obtained a value of 325 .! 35. These 
two values are fn wide disagreement and for this reason separate calcu-
lattuPf' at·e made using both values of the total conversion coefficient. 
Us ing Equati ons 27 and 22 and the half-life determined in this invest!-
" 'tli ;: • , i.t i ,, L.ilmd that: 
using a = 106 + 6 (35) 
and using a= 325 + 35, (36) 
~he r ~ 1 t ~~ ~ ~ been assumed that the 8 .4-keV transition is pure Ml. The 
,... ., P.rgy of t he transition has been used as (8 .40 .! 0 .01) keV (80). 
The 1 ntt' rnal conversion coefficient of the 110-keV transition has 
:-.-~h .aeas.n ed to be 2.58 .! 0 . 21 by Grabowski et al. (80). They have 
~ iso measured the total conversion coefficient for the 118-keV transition. 
They obtained a= 1.69 ± 0 .12 for this transition. 
The gamma-ray intensities have been measured accurately by three 
different experimental groups. Grabowski~ al. (80) obtained 51.! 2.5 
and 4 .8 + 0 .4 for the gamma intensities of the 110- and 118-keV transitions 
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respectively. Alexander and Boehm (51) have obtained 50± 2.5 and 5.2 
± 0.4 while J. E. Brown (81) has obtained 47 ± 1 and 5.4 ± 0.4 for the 
gamma intensities of the same transitions. A weighted average of these 
gamma intensities results in final values of 48 ± 1 and 5.1 ± 0.2 for 
the gamma intensities of the 110- and 118-keV transitions. These gamma 
intensities and the conversion coefficients of Grabowski et al. mentioned 
above combine to give total relative intensities of 172 ± 11 and 13.7 ± 0.8 
for the 110- and 118-keV transitions respectively. These values combine 
to give a final value of 0.925 ± 0.007 for the ratio of the total 110-
keV transition to the total number of transitions depopulating the 118-keV 
level. 
When the above values are used in Equation 28 along with the half-life 
,tor the 118-keV level determined in this investigation, a gamma-ray 
mean life of (0.360! 0.045) nsec is obtained. Using this value in 
Equation 22 leads to: 
(37) 
The internal conversion coefficient for the 20.8-keV transition has 
not been measured. In addition, the tables by Rose (82) and by Sliv 
and Band (83) do not cover this energy. The LI conversion coefficient 
can be obtained by extrapolation, however. If this is done, a value of 
25 is obtained from the tables of Rose and a value of 38 is obtained from 
the tables of Sliv and Band. 
The subshell ratios have been measured by Shliagin and Samoilov (84) 
and by Hatch~ al. (85). The results obtained are LI:LII:L111 :MNO = 
356! 18:50! 11:11! 3:44 ± 7.5 and L1 :L11 :L111 = 200:25:10 respectively. 
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Using these subshell ratios and the theoretical Lr conversion coeffi-
cients, the total conversion coefficient is calculated to be 32.4 + 2.8 
fr om the tables of Rose and 49.4 ~ 4.2 from the tables of Sliv and Band. 
Th e errors arise from a 7l error in the sum of the subshell ratios and 
an assumed error of 5~ in the extrapolated theoretical L1 conversion 
coefficients . 
.. Sundstrom et al. (76) have used the experimental ratios to determine 
t he total transition intensity ratio of the 130 .5-keV transition to the 
2J .d- keV t ransition. They obtained a value for this ratio of 2.75 ~ 0.42. 
This leads t o a value of 0 . 267! 0.030 for the ratio of the 20.8-keV 
t r ansit i on t 0 the total number of transitions depopulating the 139-keV 
l evel . For the purpose of calculating the gamma-ray mean life, the 
2t! -:- keV transition will be assumed to be pure Ml. Using the above 
va l.:es a:-:d t he half- life of the 139-keV level as determined in this 
l r. ves ti ga tl on, the gamma-ray mean life is found to be (8.16 ~ 1.31) 
x l 1i-H sec using the internal conversion coefficient of Sliv and Band 
(d3J and (5 . 39! 0 .86) x lo-8 sec using the conversion coefficient of 
Rose . If these values are used in Equation 22, the following values are 
, -h t a i ned : 
using Sliv and Band (38) 
dih.: ·G0 1 (l+b) ,. 1.98 + 0 . 16 0 - using Rose. (39) 
If these two values of IG0 I (l+b0 ) are compared with the two values 
obtained from the 8.4-keV level measurement, it is easily seen that the 
best agreement is obtained using a,. 325! 35 for the 8.4-keV transition 
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and the internal conversion coefficient of Sliv and Band for the 20.8-keV 
transition. If these two values are combined, a final weighted average 
value is obtained: 
(40) 
Using Equations 37 and 40, it is found that b0 = -(0.17 ~ 0.04) 
and jG0 j ~ (1.90 ~ 0.16). Bowman et al. (77) obtained b0 = -0.16 and 
G0 = -1.98. As can be easily seen, the values of jG0 j and b0 obtained 
using the measurements of this investigation agree very well with IG0 1 
and b0 obtained by Bowman ~ !!· 
It does appear evident that there is a definite need for an experi-
mental determination of the internal conversion coefficient for the 20.8-
keV transition. In addition, additional measurements are needed to clear 
up the discrepancy in the experimental values of the 8.4-keV internal 
conversion coefficient before the agreement mentioned above can be 
definitely established. 
B. Half-Lives of Two Isomeric Levels in Gadolinium 155 
The half-lives of two excited levels in Gdl55 were determined using 
the decay of Eu155 . The two levels studied were the 87- and 105-keV 
levels. A decay scheme for Eu155 (50) is shown in Figure 23. In addition, 
the electron spectrum of Bu155 decay is shown in Figure 24. The electron 
spectrum shown in Figure 24 was obtained using an anthracene detecting 
crystal and one of the beta-ray spectrometers. 
The Eu 155 source materials were obtained by irradiating 99.2~ 
enriched Sm154 in the Argonne reactor or in the Materials Testing Reactor 
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Figure 23. Decay scheme of Eu 155 (50). Energy values are in MeV 
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Figure 25. Delay curve for the 87-keV level in Gdl55 obtained using Eu155 
decay and a comparative prompt curve obtained using the Ybl69 
decay. The half-life given was obtained from the points 
between the arrows 
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operated by Phillips Petroleum Co. at Arco, Idaho. The Sml55 decays to 
Eu 155 with a half-life of 10 hours. The source material was set aside 
for 6 months before it was used to allow the Eul56 activity to dissipate. 
Eul56 has a half-life of 15 days, and is present as a contaminant as a 
result of neutron capture by the Eul55. 
1. Half-life of the 87-keV level 
The half-life of the 87-keV level in Gd155 was determined using the 
slope method. One delay curve which was obtained using a Naton 136 plastic 
detecting crystal is shown in Figure 25. This curve was obtained by 
detecting coincidences between the 87-keV K-conversion electrons and the 
beta particles at 130 keV. The prompt curve was obtained using coinci-
. dences between the K-Auger electrons and the 198-keV K-conversion electrons 
in Yb 169 decay. The half-life values obtained for the 87-keV level are 
summarized in Table 8. The weights in this table are proportional to the 
square of the reciprocal of the relative error obtained from the least 
squares fit of the data. 
The weighted average of the half-life values in Table 8 results in 
a final value of (6.27 ± 0.35) nsec for the half-life of the 87-keV 
level in Gd155 . The error results from a 24 error in the spread of the 
values, a possible 34 error due to different methods in weighting,and a 
1.7l error arising from calibration and stability of the converter. 
Bozek et al. (86) have recently reported a value of (6.68 ± 0.12) 
nsec for the half-life of the 87-keV level. They used gamma-gamma coinci-
155 dences from Tb decay and a time-to-pulse-height converter. A half-life 
of (5 ± 1) nsec has been obtained for the 87-keV level by Vergnes (87) 
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Table 8 . Half-life values obtained for the 87-keV level in Gd 155 using 
coincidence between 87-keV K-conversion electrons and beta 
particles 
Energy of beta particles 
used in measurement 
100 keV 
130 keV 
140 keV 
Weighted average 
Half-life in 
10-9 seconds 
6.00 
6.78 
6.30 
5.33 
5.62 
6.52 
6.33 
6.12 
6.29 
6.94a 
7.0la 
6. na 
7.26 
7.68 
6.47a 
6.27 
Weight 
16 
1 
711 
400 
256 
64 
256 
25 
256 
79 
130 
400 
53 
64 
13 
aThese four values were obtained using the left side of the calibra-
tion curve in Figure 46. 
using a fast-slow coincidence system. A value of (5.04 ~ 0.25) nsec was 
reported for the half-life at a 1961 conference by Hauser et al. (56) and 
a value of (4.3 ~ 0.20) nsec has been reported by Runge et al. (88). The 
last two values mentioned were reported by the same group. Their latest 
reported value is the value reported by Runge~ al. and this value will 
be used as the reported value of this group in subsequent discussions. 
Bozek et al. (86) state in their report that a least squares fit to 
the data results in a value of (6.68 ~ 0.12) nsec for the half-life of the 
87-keV level. There is an implication in their statement that the reported 
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error arises only from the spread of the data. The experimental study 
reported by Bozek et al. was not aimed primarily at a determination of 
the half-life, but a value of the half-life was necessary for their 
calculation of the nuclear g-factor. From the report it seems possible 
that the total error in their value could be larger than reported, since, 
in addition, theymentiononly one set of half-life data. If the total 
error was larger,the value of the half-life determined in this investiga-
tion would be in agreement with their value. If their reported error is 
correct, the agreement is only within overlapping errors. 
Because of the large error reported by Vergnes (87), and because of 
the fact that the present measurement and Vergnes' measurement agree within 
overlapping errors, it is thought that these two values are not in dis-
agreement. 
There is a definite discrepancy between the value of the half-life 
determined in this investigation and the value determined by Runge et al. 
(88). This discrepancy could possibly result from a contribution to 
their delay curve from the 105-keV level half-life. They obtained coinci-
dences between the beta particles and the 87-keV gamma-ray photo peak using 
aNal crystal. By using the 87-keV gamma-ray photo peak they could 
possibly be obtaining a contribution from the 105-keV gamma-ray photo 
peak. Also, they would be getting a contribution from the Compton distri-
bution of the 105-keV gamma ray. These effects would depend on what 
energy beta particles they used in obtaining coincidences. 
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2. Half-life of the 105-keV level 
The half-life of the 105-keV level in Gdl55 was also measured using 
the slope method. A typical set of data is shown in Figure 26. In this 
figure the delay curve was obtained by using 105-keV K-conversion electrons 
in coincidence with 125-keV beta particles. The prompt curve was obtained 
by using 110-keV K-conversion electrons in coincidence with 198-keV 
K-conversion electrons in Ybl69 decay. It was necessary to change the 
current slightly in both spectrometers in order to obtain the prompt 
curve in this case. This is not extremely important however, because the 
slope method is used to determine the half-life. 
Table 9 gives the results of twelve separate determinations of the 
half-life of the 105-keV level. A weighted average of the twelve values 
in Table 9 results in a value of (1.20 ~ 0.04) nsec. The error results 
from a 17. error in the spread of the data, a 17. error due to the possibil-
ity of different weights and a 1.71 error arising from the calibration 
and stability of the ttme-to-pulse-height converter. This gives a 
determinate error of 2.27. which is multiplied by 1.4 in order to allow 
for possible systematic errors. 
The value of the half-life of the 105-keV level obtained in this 
investigation is in agreement with most of the values of the half-life 
obtained by other investigators. Vergnes (87) has reported an upper limit 
of 1.2 nsec for the half-life of the 105-keV level. Hauser et al. (56) 
reported a value for the half-life of (1.05 ~ 0.05) nsec at a 1961 con-
ference and Runge et al. (88) have reported a value of (1.07 + 0.10) nsec. 
-- -- -
Deutch et al. (89) have measured the half- life of the 105-keV level using 
nuclear resonance fluorescence. They report a value of (0.6 ~ 8:~> nsec 
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Figure 26. Delay curve for the 105-keV level in Gd155 obtained 
using the Eul55 decay and a comparative prompt curve 
obtained using the Ybl69 decay. The half-life given 
was determined from the points between the arrows 
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Table 9. Half-life values of the 105-keV level in Gd155 obtained using 
Eul55 decay and 105-keV K-conversion electrons in coincidence 
with beta particles 
Energy of beta particles 
used in measurement 
70 keV 
100 keV 
125 keV 
weighted average 
Half-life in 
w-9 seconds 
1.22 
1.20 
1.44 
1.18 
1.14 
1.16 
1.15 
1.17 
1.17 
1.2la 
1.22 
1.22 
1.20 
Weight 
1 
2 
1 
7 
2 
1 
19 
38 
378 
676 
11 
169 
a This value was obtained using the left side of the calibration curve 
shown in Figure 46. 
for the gamma mean life. This corresponds to a measured half-life of 
(0.3: 8:~> nsec. They use three points with rather large errors to 
determine the gamma mean life. From observing the curve, it appears that 
their errors could be larger than reported if the rather large error in 
the background is taken into consideration. The values by Hauser~~· 
and by Runge et al. were obtained by the same experimental group; the 
latest value by this group is (1.07 ~ 0.10) nsec. The agreement between 
this value and the present measurement is within overlapping errors. 
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3. Comparison with theoretical predictions 
In order to make a comparison between the experimentally determined 
mean lives of the 87- and 105-keV levels of Gdl55 and the theoretical 
predictions of Nilsson (39), it is necessary to correlate the Gdl55 levels 
with the Nilsson levels. 
The decay scheme shown in Figure 23 is well established [see Nuclear 
Data Sheets (50) for references] with the exception of the spin assign-
ments of the 87- and 105-keV levels. The 60- and 145-keV levels in Gdl55 
are the first two excited rotational states of the ground state rotational 
band with K = 3/2. The 105- and 87-keV levels are both single particle 
levels and correspond to the [642] 5/ 2 and [651] 3/ 2 Nilsson orbitals (90) . 
In Figure 23 both possible spin assignments and Nilsson orbital 
assignments for the 87- and 105-keV levels are given. The two possible 
spin assignments for these two levels are: 5/ 2 and 3/ 2, respectively,or 
3/ 2 and 5/ 2, respectively. The Nilsson (39) orbital [642] is associated 
with the spin 5/2,and the orbital [651] is associated with the spin 3/ 2, 
as indicated above. 
An accurate comparison of the branching ratios from the 87- and 
105-keV levels to the 60-keV and ground state levels using Equation 26 
could lead to an assignment of the spins . However, a comparison of the 
present measurement for these levels (91, 92, 93) leads to inconclusive 
assignments. 
Deutch et al. (89) have compared the experimental gamma mean lives 
of the 87- and 105-keV level ground state transitions with the theoretical 
values. In their comparison with Nilsson's predictions the agreement is 
much better when the 5/ 2 spin is assigned to the 105-keV level. They 
103 
state that if the theoretical values of the mean lives are taken at face 
values they unambiguously assign the 5/2 spin to the 105-keV level and 
the 3/2 spin to the 87-keV level. 
The results of the present investigation are also compared to Nils-
son's predictions later in this section; this comparison agrees with 
the statement of Deutch et al. There is considerable doubt however, that 
this method is sufficiently accurate to allow an accurate assignment of 
the spins. For example, assigning the 3/2 spin to the 105-keV level would 
only result in a disagreement of factors of 2 and 5 between the experiment-
al values and the theoretical values for the 105- and 87-keV levels, 
respectively. In most cases of mean life comparison between experiment 
and theory, a factor of 2-5 is not considered significant. 
In addition, there is a possibility that band mixing is present. A 
possibility of this exists for the 105-keV level in Gd155 . Harmatz et al. 
(93) indicate that the first excited rotational level based on the 87-keV 
level is at 118 keV. If the 87-keV level is a spin 3/2 level, the 118 
keV level has a spin of 5/2 and there could be Ddxing between this rota-
tional level and the [642) 5/2 single particle level. 
An additional point should be remembered. It is also possible that 
the deformation parameter o of a nucleus is not necessarily the same in 
an excited state as in the ground state. In theoretical-experimental 
comparisons it has usually been assumed that the deformation parameter 
of the nucleus is the same in an ezcited state as in the ground state. 
However, small changes in o in an ezcited state can lead to relatively 
large changes in the lifetime of an ezcited state. Calculations of this 
effect have been made by Dutt and Mukherjee (94) and by Vergnes (95). 
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Subba Rao (92) has performed an angular correlation experiment in 
which he obtains coincidences between the 45-keV gamma ray and the 60-keV 
gamma ray. On the basis of the angular correlation, he assigns the 3/ 2 
spin to the 105-keV level. He also reports a measured branching ratio 
for the 87-keV level which agrees with this assignment. 
The experimental evidence mentioned above seems to be inconclusive 
in giving a definite assignment of the spins to these two single particle 
states. It seems evident that additional experiments will be necessary 
before a definite spin assignment can be made. 
In order to compare the experimental values with the theoretical 
values, the experimental gamma mean life must be calculated using Equation 
28 . In the case of the 87- and 105-keV levels in Gdl55, it is necessary 
to have the experimental conversion coefficients and the transition 
intensities for the ground state transitions . The multipolarity of the 
two ground state transitions will be taken as pure El for the purpose of 
calculating the experimental gamma mean lives . 
The K-shell conversion coefficient for the 105-keV transition has 
been measured by Subba Rao (92, 96) to be (0.29 ~ 0.05), reference (96), 
and (0.22 ~ 0.05), reference (92). The later value of (0 . 22 ~ 0.05) will 
be used in this calculation. This value along with the K:L:M ratios given 
by Harmatz et al. (93) gives a • (0.27 ~ 0.06). The transition intensity 
for the 105-keV transition has been reported as 0 .63 by Hatch and Boehm 
(91) and as 0.77 by Harmatz et al. (93). An average value of (0.70 ~ 0 .07) 
will be used in calculating the gamma mean life. Using the present value 
of (1.20 ~ 0.04) nsec for the half-life of the 105-keV level, the gamma 
mean life is calculated to be (3.13 ~ 0.38) nsec using Equation 28. 
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The K-shell conversion coefficient for the 87-keV transition has 
been measured to be (0.4 ~ 0.1) by Vergnes (87). In addition, Subba 
Rao (96) has reported a value of (0.49 ~ 0.08). These two values combine 
to give an average value of (0.45 ~ 0.07) for the K-shell conversion coef-
ficient. If the K:L:M:N conversion ratios of Harmatz et al. (93) are used, 
a final value of (0.57 ~ 0.09) is obtained for the total conversion coef-
ficient. 
The 87-keV transition intensity is reported as 0.94 by Hatch and 
Boehm (91) and as 0 . 98 by Harmatz ~ al. (93). These tw~ values combine 
to give a value of 0.96 ~ 0.02 for the 87-keV transition intensity. Using 
the present value of the half-life as (6.27 ~ 0.35) nsec Equation 28 gives 
the galiiDa mean life as (14.8 ~ 1.4) nsec. 
The galiiDa mean lives for the two levels are compared with the 
theoretical values in Figure 27. The horizontal scale in the figure is 
drawn assuming 5 = 0.05~. The solid curves in Figure 27 are obtained by 
assuming the 105-keV level to be spin 5/2 and the 87-keV level spin 3/ 2, 
while the dashed curves are obtained assuming the spins t~ be reversed. 
The left side of Figure 27 shows the experimental-theoretical com-
parison for the experimental values of this investigation. The theoretical 
values of the galiiDa mean lives in the left side of the figure were calcu-
lated as a function of 5 using Equation 16 corrected for a neutron transi-
tion . This correction was made because Gd155 has an odd number of 
neutrons and a neutron is involved in the transition rather than a proton. 
A detailed discussion of these calculations is presented in Appendix E. 
The right side of Figure 27 is an approximate copy of the comparison 
made by Deutch~ al. (89) using their experimental value of the mean 
Figure 27. A comparison of the experimental gamma mean lives of the 87- and 105-keV levels of Gd155 
with the theoretical mean lives as a function of o. The solid lines represent the 
theoretical values of Nilsson for the orbital assignment of the 87- and 105-keV levels 
as [651] 3/2 and [642] 5/2, respectively. The dotted curves represent the opposite 
assignment. The left side of the figure is a comparison between the experimental gamma 
mean lives determined in this investigation with the theoretical mean lives for a 
neutron transition. The right side is an approximate copy of a similar figure given 
by Deutch~ al. (89). The experimental mean lives in the right side of the figure 
are those of Vergnes (87) and of Deutch et al. (89). The theoretical curves are for a 
proton transition and are a factor of two smaller than the theoretical curves for a 
neutron transition 
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life of the 105-keV level and Vergnes' (87) experimental value of the 
mean life of the 87-keV level. Their theoretical curves were obtained 
using Equation 16 for a proton transition. This results in their theoret-
ical values being a factor of two smaller than those calculated assuming 
a neutron transition. Their value for the mean life of the 105-keV level 
is not in as good agreement with the theoretical values calculated assum- · 
ing a neutron transition. 
As can be easily seen in Figure 27, the solid set of curves gives 
the best agreement with the experimental values. In the left portion of 
the figure both shaded areas intersect the solid curves in the region of 
o = 0.25 . As stated previously by Deutch et al. (89), if the theoretical 
values could be taken at face value they would assign the spins of 3/ 2 and 
5/ 2 to the 87- and 105-keV levels, respectively . 
The Weisskopf estimate can be calculated using Equation 9. It gives 
values of 5.38 x lo-13 sec and 3.0 x lo- 13 sec for the 87- and 105-keV 
levels, respectively . The experimental mean life is longer than the 
Weisskopf estimate by a factor of 2.8 x 104 in the case of the 87-keV 
level and by a factor of 1.0 x 104 in the case of the 105-keV level. 
If these factors are compared with the good experimental-theoretical 
agreement obtained in Figure 27, the success of the unified model com-
pared to the spherical single-particle model is apparent. 
C. Measurements of Half-Lives of Isomeric Levels in Samarium 152, 
Gadolinium 156, Lutetium 175 and Praseodymium 144 
A discussion will be presented in this section of half-life measure-
ments of the 122-keV level in sm152 , the 89-keV level in Gdl56, the 396-keV 
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level in Lul75 and the 80-keV level in Prl44. The half-life measurements 
of the first three levels mentioned above were undertaken primarily as a 
check on the accuracy and reliability of the experimental method and 
equipment used in this investigation. These three half-lives have been 
measured by several different investigators and there is, in general, 
good agreement among the measured values. 
1 . Half-life of the 122-keV level in Samarium 152 
The first measurement which will be discussed is the measurement of 
the half-life of the 122-keV level in sm152 . The source which was used 
in this measurement was a Eul52 source made by Schupp and Hatch (45) and 
used by them in their investigation of the K-shell internal conversion 
coefficient of the 344-keV transition in Gd152 . A decay scheme of Eul52 
(50) is shown in Figure 28. A portion of the electron spectrum is shown 
in Figure 29. 
In this measurement,coincidences were obtained between the 244-keV 
L-conversion electrons and the 122-keV L-conversion electrons. A delay 
curve and a prompt curve are shown in Figure 30. The prompt curve was 
obtained by using the ThB 1-line in coincidence with the 115-keV beta 
particles . In order to obtain the prompt curve a slight change ir cu 1~~nt 
in the high-energy spe ctrometer was necessary to focus on the 
ThB 1-line. The slope of the delay curve was analyzed in order to deter-
mine the half-life. Two values were obtained for the half-life: 1.36 
and 1.35 nsec. These combine to give a resultant value of (1.36 + 0.06) 
nsec. This error results from a determinate error of Jt which was in-
creased by a factor of 1.4 to include a possible systematic error. 
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Fossan and Herskind (97), c. Birk et al. (98), and d. Sunyar 
(99). The horizontal line represents a weighted average of 
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The values for the half-life of the 122-keV level of sml52, as 
reported by various investigators, are given in Table 10. Figure 31 
shows a comparison of the various experimental values. The horizontal 
line in Figure 31 gives the weighted average of the four reported experi-
mental values of the half-life. As can be seen in Figure 31, the four 
experimental values are in good agreement. 
There is one reported measurement of the half-life of the 122-keV 
level which was not included in the table or the figure because an error 
was not reported for the value. This value is 1.43 nsec and was reported 
by Abou-Leila ~ al. (100). The present value is in agreement with the 
value of Abou-Leila ~ al. if their error is assumed to be at least 3~. 
2. Half-life of the 89-keV level in Gadolinium 156 
The half-life of the 89-keV level in Gdl56 was studied using Eul56 
decay. A decay scheme of Eul56 (50) is shown in Figure 32 and the low-
energy electron spectrum of Eul56 decay is shown in Figure 33. The Eu156 
source was obtained from the irradiation of 99.2~ enriched sm154 at the 
Materials Testing Reactor operated by the Phillips Petroleum Co. at Arco, 
Idaho. The Eu156 is the result of double neutron capture. The material 
used for the Eul56 sources was also used for the study of Gd155 after the 
Eu156 activity had dissipated. Eu155 decay was therefore present but can 
be considered negligible since the Gdl55 internal conversion lines are 
seen to be very weak in Figure 33. 
The delay curves for measuring the half-life of the 89-keV level were 
obtained by detecting coincidences between the 89-keV L-conversion elec-
trons and the beta particles at approximately 140-keV in energy. This 
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Table 10. Experimental values of the half-life of the 122-keV level in 
sml52 
Half-life in 
lo-9 seconds Reference 
- --- - -------- -----------------------------------------------------
1. 36 2: 0.06 
1.37 _:i: 0.04 
1.45 .:: 0.06 
1.40 .-t 0.10 
Present investigation 
Fossan and Herskind (97) 
Birk _!! al. (98) 
Sunyar (99) 
means a contribution from the higher energy levels in Gd156 is present but 
the half-lives of these levels should be very small and can therefore be 
neglected. A typical set of data is shown in Figure 34. The prompt curve 
was obtained by using the 110-keV L-conversion electrons in coincidence 
with the 198-keV K-conversion electrons from the Ybl69 decay. It was 
necessary to change the current slightly in the low-energy spectrometer 
in order to focus on the 110-keV L-conversion electrons. 
Four values were obtained for the half-life of the 89-keV level in 
Gd156 . These four values are listed in Table 11. The first three values 
in Table 11 were obtained over a period of twenty-four hours and were 
obtained in such a manner that a different portion of the converter cali-
bration curve was used for each curve. These three half-life values are 
ln good agreement and give further indications that the converter h 
lineRr over the range of approximately twenty nanoseconds. The weights 
tn Table 11 were obtained in the same manner as the weights for previously 
mentioned measurements. 
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Tabl e 11. Half-life values of the 89-keV level in Gd156 using 89-keV 
1-conversion electrons in coincidence with beta particles 
from Eul56 decay 
Half-life in 
lo-9 seconds Weight 
4 
2 
4 
2.11 1 
2.22 -- Weighted average 
aThese three values were obtained in a 24-hr period using different 
portions of the calibration curve 
A weighted average of the four values in Table 11 gives a final 
value of (2.22 ~ 0.08) nsec. The error in this value arises from a 
determinate error of 2.61 which is increased by a factor of 1.4 to account 
for possible systematic errors. The determinate error arises from the 
same sources that were mentioned in previous measurements. 
The reported experimental values of the half-life of the 89-keV 
level are given in Table 12. A comparison of the experimental values is 
given in Figure 35. The horizontal line in Figure 35 gives the value of 
a weighted average of the first four values in Tab~e 12. The value obtain-
ed by Nathan (101) was omitted from the average since it seems probable 
that his value is low due to a possible prompt contribution in his delay 
curve . The first three values given in Table 12 are in excellent agree-
ment. The fourth value by Birk (98) is slightly low and does not agree 
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Table 12. Experimental values of the half-life of the 89-keV level in 
Gdl56 
Half-life in 
10-9 seconds 
2.22 + 0.08 
2.16 + 0.06 
2.19.:!:. 0.07 
2.05 .:!:. 0.10 
1.9 + 0.1 
Reference 
Present investigation 
Fossan and Herskind (97) 
Bell and Jorgensen (102) 
Birk ~ al. (98) 
Nathan (101) 
too well with the present measurement; the fifth value by Nathan is in 
definite disagreement with the present measurement. 
3. Half-life of the 396-keV level in Lutetium 175 
The half-life of the 396-keV level in Lu175 was determined using the 
decay of Ybl75. A decay scheme of Ybl75 (50) is given in Figure 36, and 
an electron spectrum is shown in Figure 37. The Yb175 source material was 
obtained by irradiating 99.0l enriched Yb174 in the reactor at the Argonne 
National Laboratory. 
The half-life of the 396-keV level was determined by obtaining 
coincidences between the 396-keV K-conversion electrons and the beta 
particles feeding the 396-keV level. Sets of data were obtained using 
15-keV beta particles and using 35-keV beta particles. A delay curve 
obtained using 35-keV beta particles is shown in Figure 38. The delay 
curve in Figure 38 was obtained using the side of the converter calibra-
tion curve corresponding to the left side in Figure 46. The prompt curve 
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in Figure 38 is an approximate prompt curve only, because it was necessary 
to change the current in both spectrometers to obtain this prompt curve. 
Since the prompt curve is used, in this case, only to define the region 
outside the prompt region, it is felt this prompt curve is sufficient. 
When the 15-keV beta particles were used.a more exact prompt curve was 
obtained using the Ybl69 decay. 
Table 13 gives a tabulation of the half-life values obtained using 
both 15-keV and 35-keV beta particles. Six of the values listed in 
Table 13 were obtained using the side of the calibration curve correspond-
ing to the left side of the curve in Figure 46. A weighted average of 
the values determined using 15-keV beta particles gives a half-life value 
of (3.44 ~ 0.19) nsec. A weighted average of the values deterudned using 
35-keV beta particles and the usual side of the calibration curve (the 
right side of the curve in Figure 46) gives a resultant value for the half-
life of (3.34 ~ 0.09) nsec. A weighted average of the six values obtained 
using the left side of _the calibration curve gives a value of (3. 29 ~ 0 .07) 
nsec. The errors in these values are determinate errors only. The agree-
ment between these three values indicates that the converter operates 
reliably at low electron energies (15 keV). They also indicate that 
either side of the converter calibration curve can be reliably used in 
the half-life measurements. 
A weighted average of all the values listed in Table 13 gives a value 
of (3. 31 ~ 0 .10) nsec. The error in the final average includes increas-
ing the determinate error by a factor of 1.4 to include a possible 
systematic error. 
The reported experimental values for the half-life of the 396-keV 
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Table 13. Half-life values of the 396-keV level in Lul75 using Yb175 
decay 
Energy of beta particles 
used in coincidences 
15 keV 
35 keV 
Weighted average 
Half-life in 
lo-9 seconds 
3.26 
3.28 
3.62 
3.16 
2.35 
3.92 
3.99 
4.11 
4.54 
2.90 
4.00 
3.53 
3.23 
3.30a 
3.14a 
3.35a 
3.54a 
3.24a 
3.3la 
3.20 
3.35 
3.50 
3.29 
3.76 
3.14 
3.13 
3.15 
3.39 
3.51 
3.57 
3.96 
3.31 
Weight 
37 
2 
7 
25 
8 
6 
15 
21 
2 
10 
1 
15 
9 
121 
336 
37 
84 
336 
3025 
25 
756 
47 
37 
84 
121 
121 
189 
84 
84 
62 
25 
a These values were obtained by using the left side of the converter 
calibration curve as shown in Figure 46. 
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Table 14. Half-life of the 396-keV level in Lu175 as determined by 
different investigators 
Half-life in 
1o-9 seconds Reference 
3. 31 .:!: 0.10 Present investigation 
3. 25 .:!: 0 .10 Berlovich _!! al. (103) 
3 .1 .:!: 0. 3 Hauser _!! al. (104) 
3.4 .:!: 0. 3 Vartapetian (105) 
level in Lu175 are tabulated in Table 14. A comparison of the values 
is shown in Figure 39. The horizontal line indicates the value of the 
weighted average of the four values in Table 14. All four experimental 
values are in good agreement. 
4. Half-life of!!!,! 80-keV level in Praseodymium lli 
The half-life of the 80-keV level in Prl44 was determined using 
cel44 decay. The ce144 - Pr144 source material processed carrier-free 
was obtained from the oak Ridge National Laboratory. A decay scheme of 
cel44 - Prl44 decay (50) is presented in Figure 40 and an electron spectrum 
is shown in Figure 41. 
The half-life of the 80-keV level was determined using the center-
of-gravity method. The delay curve was obtained by detecting 80-keV 
K-conversion electrons in coincidence with the beta particles. Two 
separate prompt sources were used in the half-life determination. 
One set of half-life deterudnations was obtained by using 149-keV beta 
particles in obtaining the delay curve for the 80-keV level in Prl44. In 
Figure 39. 
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this case ThB was used as a prompt source. The prompt distribution was 
obtained by detecting beta particles at the same current setting as the 
80-keV K-conversion line of Prl44 in coincidence with the ThB F-line. 
Again the current settings were left unchanged in both spectrometers in 
obtaining the prompt curve and the delay curve. 
A prompt curve and a delay curve for this caseareshown in Figure 42. 
The two curves are normalized to the same total number of counts. The 
error flags are shown only for the prompt curve in order to avoid con-
fusion. The statistics are much better for the delay curve than for the 
prompt curve. 
The experimental values of the half-life determined using ThB for a 
comparison source are shown in the left column of Table 15. An unweighted 
average of (150 ~ 10) psec is obtained for the half-life of the 80-keV 
level from these data. The error in this value arises mainly fram the 
statistical spread of the values in the first column of Table 15. 
There is a contribution to this measurement from the 134-keV level 
which also feeds the 80-keV level via the 54-keV transition (see Figure 
40). This half-life has been measured by Burde!! al. (106) and is re-
ported as (6.6 ~ 3.5) psec. Since this is small compared to the half-life 
of the 80-keV level, and since less than twenty per cent of coincidences 
recorded in the analyzer arise from coincidences between the 186-keV beta 
group and the 80-keV transition, the contribution to measurement of the 
half-life of the 80-keV level is less than one picosecond. 
There could also be a small contribution due to the 41-keV M- and 
N-conversion electrons being detected with the 80-keV K-conversion 
electrons. This would give a contribution to the measured half-life from 
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Figure 42. Delay curve for the 80-keV level in Prl44 using the ce144-
Prl44 decay and a comparative prompt curve obtained using 
the ThB decay. The crosses indicate the centers of gravity 
of the two distributions 
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Table 15. Experimental half-life values of the 80-keV level in Pr144 
Half-life using ThB betas 
vs F-line for prompt curve 
in lo-12 seconds 
139 
101 
167 
135 
174 
174 
171 
139 
150 -- Average 
Half-life using Ybl69 llOK 
vs 198L for prompt curve 
in lo-12 seconds 
108a 
183 
101 
121 
142 
193 
202 
68 
126 
145 
127 
137 -- Average 
a In obtaining the half-life values in this column the half-life of 
the 118-keV level in Tml69 was used as 63 x lo-12 sec as determined in 
this investigation . 
the 100-keV level . The half-life of this level has been measured to be: 
(1.0 ~ 0.2) nsec by Burde !1 al. (106). It is difficult to e~timate this 
contribution. 
A third contribution to the measured half-life above could come from 
the K-Auger electrons emitted after the conversion of K-shell electrons 
for the 134-keV transition. Again this contribution should be small and 
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would amount to the presence of a small portion of prompt coincidence in 
the delay distribution. 
These three possible sources of error can be eliminated by setting 
the beta spectrum at a current position at or above the end-point 
energy of the 186-keV beta group. 
A second set of data for this half-life was obtained by using the 
Ybl69 decay for a prompt source. In this case the delay curve was obtained 
by detecting 185-keV beta particles in coincidence with the 80-keV K-con-
version electrons. A voltage of -3,800 Volts was applied to the ce144-
Pr144 source in obtaining the delay curve. For the prompt curve, a 
voltage of +3,800 Volts was applied to the Ybl69 source and coincidence 
was obtained between the 110-keV K-conversion electrons and the 198-keV 
L-conversion electrons. 
The 110-keV K-conversion line peak did not occur at the same current 
setting as the 80-keV K-conversion peak of Pr144 even with the voltages 
applied as mentioned. (These were the maximum possible voltages that 
could be applied for long periods of time at the time of this measurement.) 
Therefore, if the currents in the spectrometers were to be unchanged, 
it was necessary to retain the setting on the lower edge of the 110-keV 
K-conversion line. Previous checks indicated that this would not 
appreciably affect the measurements. 
Since in this case the half-life of the 118-keV level in tml69 is 
appreciable with respect to the half-life of the 80-keV level in rrl44, 
the half-life was determined using Equation 30 where ~0 • (62 ~ 2.8) psec 
(21). The values obtained using Ybl69 as a reference source are aiven in 
column two of Table 15. 
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An unweighted average of the values in column two of Table 15 gives 
a value for the half-life of (137 ~ 12) psec. The error in this value 
also arises primarily from the statistical spread of the data. 
An unweighted average of all the values in Table 15 results in a 
final value of (143 ~ 11) psec for the half-life of the 80-keV level. 
Again, the statistical error of 8 psec results mainly from the spread 
of the data. The statistical error is increased by a factor of 1.4 in 
ordertoincludepossible systematic errors arising from the possible 
contributions mentioned in the discussion above. 
The half-life of the 80-keV level in Prl44 has also been measured by 
Burde et al. (106). They obtain a value of (1.8 ~ 0.2) x lo- 10 sec 
for the mean life,which corresponds to a value of (125 ~ 14) psec for the 
half-life. This value is in agreement with the value determined in the 
present investigation. 
D. Concluding Remarks 
The half-lives of nine different isomeric levels were measured and 
reported in this investigation. The half-lives of the isomeric levels in 
sml52,Gdl56 and Lul75 were measured primarily to demonstrate the reli-
ability of the experimental method and equipment used in this investi-
gation. The good agreement between the values of the lifetimes of these 
three levels determined in the present experiments and those determined 
by other investigators is evident. 
The present result for the half-life of the 80-keV level in Prl44 also 
agrees with the value determined ~y Burde ~ al. (106) and can be consider-
ed a confirming measurement. 
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The half-lives of the 87-keV and 105-keV levels determined in this 
investigation are in general agreement with most of the reported half-life 
values reported for these two levels. The measurements reported here can 
again be considered confirming measurements, since the present measure-
ments confirm the measurement of the lifetime of the 87-keV level reported 
by Bozek et al. (86) and, less strongly, the value reported by Vergnes 
(87). The lifetime of the 105-keV level reported by Runge!!!!· (88) 
is also confirmed by the value of the lifetime reported for this level 
in this investigation. 
The measurement of the Tml69 118-keV level lifetime confirms the 
value reported by Blaugrund!! al . (21) and the measurement of the life-
time of the 139-keV level in Tml69 gives further confirmation to the other 
reported values of the lifetime of this level (74, 75). 
The half-life of the 8.4-keV level in Tml69 is the only measured 
lifetime reported in this investigation which is in general disagreement 
with other reported values. On the bases of the extensive investigation 
of the lifetime of this level and on the bases of the good agreement 
obtained with other investigators for the other measured lifetimes, it 
is thought that the value reported here is correct. It is not possible, 
however, to explain completely the disagreement with other investigators, 
especially the disagreement with SundstrHm et !!· (53). It appears that 
measurements by other investigators using the general methods used in 
this investigation and used by SundstrHm!! al. would be especially 
desirable. 
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VI. APPENDIX A: CIRCUIT DIAGRAMS 
This appendix includes circuit diagrams of the photomultiplier 
voltage divider (Figure 43), the limiter circuit (Figure 44) and the 
time-to-pulse-height converter (Figure 45). The limiter circuits and the 
time-to-pulse-height converter were constructed by the Ames Laboratory 
Instrumentation Group and were patterned after circuits described by 
Simms (46) . 
. .... 
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LIMITER 
ANODE 
DYNODE 14 .01~ f 
13 .003~f 
--------~----~--~ 
12 .001~ f 
--------~----~--~ 
II 330~Jd 
IO IOO~~f 
9 33~~f 
--------~--~~--~ 
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4 
3 
2 
I 
RESISTORS R• 27 K, 2W 
+ 
SLOW 
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Figure 43. Circuit diagram of the phototube voltage divider 
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Figure 44. Circuit diagram of the limiter circuit 
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Figure 45. Circuit diagram of the time-to-pulse- height converter 
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VII. APPENDIX B: CALIBRATION OF THE TIME-TO-PULSE-HEIGHT CONVERTER 
The time-to-pulse-height converter was calibrated using two different 
methods at different periods in this investigation. During the early 
stages of the measurements the converter was calibrated by obtaining 
prompt curves with different amounts of cable between the limiter and 
the converter. The second method, which was used in the latter part of 
the investigation, is the method described by Graham et al. (47). This 
method utilized a spiral delay line and a pulse generator as shown in 
Figure 1. Both methods will be described in detail and will be shown 
to have given the same calibration constant. 
In the first part of this investigation, the method which was used 
to calibrate the converter was the method using a coincidence cascade 
and various lengths of cable. The cable that was used between the limiters 
and the converter was RG 63/U cable. The calibrating cables were cut to 
have an integral number of nanoseconds of delay in the range from one to 
twelve nanoseconds. A propagation constant of 0.84c, where c is the 
velocity of light, was used for calculating the length of the cables 
corresponding to the desired time delays. In most cases the coinci-
dence distribution which was used to calibrate was one obtained from 
the decay of Yb169 . Specifically, coincidences were usually obtained 
between the 198-keV K-conversion electrons and the 110-keV K-converaion 
electrons (see the Ybl69 decay scheme, Figure 9). 
The calibration curve of the converter has two aides as can be seen 
in Figure 46. The left side in Figure 46 corresponds to coincidence 
pulses from channel A arriving at the converter before the coinciden~ 
II: 
.., 
I 
~ 
z 
..J 
.., 
z 
z 
c 
:z: 
u 
-24 -20 -16 -12 -8 -4 0 4 8 12 16 20 24 28 
TIME DELAY IN 10-9 SEC 
Figure 46. A calibration curve for the time-to-pulse-height converter . This curve was obtained 
using a pulse generator and a variable spiral delay line 
-
*"' 00 
149 
pulses from channel B. The right side corresponds to the opposite case. 
In most of the lifetime measurements the coincidence pulses in channel B 
arrived at the converter first; therefore only half of the calibration 
curve, corresponding to the right half in Figure 46, was ordinarily 
obtained in calibrating the converter. 
In calibrating the converter using the 198-keV K- and 110-keV 
K-conversion electrons the delays were adjusted until the two coincidence 
pulses were almost completely overlapping. This position was then chosen 
as the zero time position for calibrating the converter. A coincidence 
distribution was then obtained at this position. Successive amounts of 
cable were then added and a coincidence curve obtained at each position 
until the linear range of the calibration curve was obtained. In 
general, calibration points were obtained every two nanoseconds. Points 
at 0, 4, 8, etc. nanoseconds were obtained first,and then the points 
at 2, 6, 10, etc. nanoseconds. This was done in order to minimize any 
drifting in the converter calibration due to short term effects. 
After the calibration data were obtained, the accidental counts 
were subtracted and the center of gravity calculated for each coincidence 
distribution. The centers of gravity of the curves were then plotted 
versus the amount of cable delay added to channel A. The linear range 
of the curve was determined by inspection; the data in this range was 
analyzed using an unweighted least squares fit of the data. The analysis 
of the data was performed using the Iowa State University IBM 7074 
computer. The inverse of the slope of the straight line gives the calibra-
tion constant in nsec/channel. 
At a later time in this investigation it was decided to measure the 
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time delay of each cable used in calibrating the converter. The time 
delays were measured by the Ames Laboratory Instrumentation Group using 
a method devised by W. A. Rhinehart. A discussion of these measurements 
is given in Appendix C. 
In all later converter calibrations the measured values of the 
cables were used. In order to obtain a correction factor for the data 
obtained using the calculated delay values for the cables, three sets of 
calibration data were analyzed using both the measured delay values and 
the calculated delay values. The ratio of the calibration constant 
obtained using the measured delay values to the calibration constant 
obtained using the calculated delay values was then determined for the 
three sets of data. The three values obtained for the ratio were: 1 .003, 
1.004, and 1.005. These values give an average correction factor of 
1.004. This factor was applied to any half-life that was obtained using 
the calibration constant determined by using the calculated delay values 
in the converter calibration. 
At a still later time, the pulse generator mentioned above was 
obtained and the method described by Graham~ al. (47) was used for 
calibrating the converter. In this method a pulse generator is used to 
feed pulses to the movable tap on the spiral delay line. The pulse then 
travels to the inputs of the two limiters (see Figure 1), and a pulse-
height distribution is recorded in the analyzer. The movable tap is then 
moved a distance corresponding to a time delay t, and the pulse-height 
distribution is again recorded. The difference in time between the two 
distributions, as recorded on the analyzer, is 2t since the pulae going 
to one limiter is delayed a time t while the pulse going to the other 
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limiter arrives a time t earlier than before. Thus, the relative time 
shift is 2t. As the movable tap is moved successive amounts, a set of 
calibration points is obtained. This method is a considerable improve-
ment over the cable method since it greatly decreased the time necessary 
to calibrate, and since it also greatly decreases any attenuation effects 
due to adding more cable between the limiter and the converter. 
The time delay of the spiral delay line was also measured by the 
Ames Laboratory Instrumentation Group. This measurement is also dis-
cussed in Appendix C. 
The effect of the amplitude of the pulse-generator pulse on the 
calibration constant was investigated. No change was noted for pulses 
greater than about 2.5 Volts amplitude. Two calibration curves obtained 
with different amplitude pulses are shown in Figure 47. The curves are 
displaced in the vertical direction in order to separate them for com-
parison. The top curve was obtained using 3.0-Volt pulse-generator 
pulses and produces a calibration constant of -(0.380 ~ 0.002) nsec/ 
channel. The lower curve was obtained using 5.0 Volt pulses and gives a 
calibration constant of -(0.381 ~ 0.002) nsec/channel. The errors in 
these values are statistical errors only. 
As a check on the equivalence of the two methods of calibrating, two 
comparisons were made between the two methods. The first comparison is 
shown in Figure 48 where the curves are again displaced for comparison. 
The top calibration curve was obtained using the pulse generator and the 
spiral delay line while the lower curve was obtained using 110-keV K-
conversion electrons in coincidence with 198-keV K-conversion electr~s 
in the decay of Ybl69, The calibration constants obtained for the pulse 
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3.0 VOLT PULSES 
5.0 VOLT PULSES 
8 12 16 20 24 
TIME DELAY IN 109 SECONDS 
Figure 47. A comparison of two converter calibration curves using the 
spiral delay line and different amplitude pulse-generator 
pulses. The calibration constants are -(0.380 + 0.002) 
nsec/channel for the top curve and -(0.381 ~ 0.002) nsec/ 
channel for the bottom curve 
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PULSE 
GENERATOR 
10~~~-L~~~~~~,~~~~~~~~~~ 
Figure 48. 
TIME DELAY IN 
A comparison of the pulse generator method and the 
cable method of calibrating the time-to-pulse-height 
converter. The calibration constants are -(0.397 + 
0.004) nsec/channel for the pulse generator method-
and -(0.390 ± 0.005) nsec/channel for the cable method 
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generator method and for the cascade method were -(0.397! 0.004) 
nsec/channel and -(0.390! 0.005) nsec/channel, respectively. The 
errors arise mainly from a ll possible error in the cable measurements. 
As can be seen, the two values agree within the overlapping errors. 
The curves for the second comparison are shown in Figure 49. Again 
the upper curve was obtained using the pulse generator. The lower curve 
was obtained using 20.8-keV L-conversion electrons in coincidence with 
110-keV L-conversion electrons. In this comparison the calibration 
constants obtained for the pulse generator method and for the cascade 
method were -(0.398! 0.004) nsec/channel and -(0.393 ± 0.005) nsec/ 
channel respectively. Again the two values obtained for the calibration 
constant are in agreement within the asaigned errors. 
The combination of the two comparisons mentioned above shows that 
the calibration of the converter is not significantly dependent on the 
electron energy within the range examined. The energy of almost all of 
the transitions examined in this investigation fall within the energy 
ranges used in the above mentioned comparisons. 
A check was also made of the possibility of attenuation effects 
being present in the cable method of calibrating the converter. The 
presence of a.ttenuation effects would tend to give a smaller calibration 
constant than the true time calibration constant. An exaudnation of the 
two comparisons mentioned above might lead one to believe that there 
could be a small attenuation effect present in the cascade method. In 
order to check this, two sets of calibration curves were obtained using 
the cable method. In Figure 50 the upper curve was obtained in the usual 
manner when calibrating the converter with Yb169 . The lower curve was 
0::: 
"' CD 2 
::::) 
z 
..J 
"' z 
z 
c 
% 
u 
90 
155 
PULSE GENERATOR 
169 
Yb DECAY, 
20.8L VS 1711< · 
Figure 49. A second comparison of the pulse generator method and 
the cable method of calibrating the time-to-pulse-height 
converter using a different cascade. The calibration 
constants are -(0.398! 0.004) nsec/channel for the pulse 
generator method and -(0.393! 0.005) nsec/channel for 
the cable method 
20 nsec OF CABLE 
ADDED TO BOTH 
CHANNELS AT ZERO 
156 
REGULAR METHOD 
FOR CALIBRATING 
Figure 50. A comparison between the regular method of cable cali-
bration and the cable calibration using 20 nsec of cable 
delay added to each channel as a check on attenuation 
effects. Both curves give a calibration constant of 
-(0.379! 0.004) nsec/channel 
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obtained by adding an additional 20 nsec of cable to the low-energy 
channel and calibrating by adding cable to the high-energy channel. This 
means that for the point at time equals zero on the lower curve there 
would be an additional 20 nsec of cable added to each side compared to 
the same point on the upper curve. Both curves in this figure give the 
same calibration constant of -(0.379 ~ 0.004) nsec/channel, where the 
error in this case arises only from the statistical scatter of the 
points. A second set of data for the regular method and for the method 
using more cable on each side gave values for the calibration constant 
of -(0.380 ~ 0.002) nsec/channel and -(0.384 ~ 0.004) nsec/channel 
respectively. Since these values agree within the statistical errors, 
it is concluded that the attenuation effects tn the cable method are 
negligible and no correction need be applied to the calibration constant. 
The complete calibration curve showing both sides is given in Figure 
46. The calibration curve in Figure 46 was obtained using the pulse 
generator and the spiral delay line. At time delay zero the pulses from 
channel A and channel B completely overlap at the converter. The right 
aide of the curve is obtained by delaying pulses in channel A with 
respect to pulees in channel B while the left side of the curve is 
obtained by delaying pulses from channel B with respect to pulaee in 
channel A. It is quite obvious in Figure 46 that the two linear portions 
of the curve on either side of the zero position do not have the same 
slope. The calibration constant obtained from the left aida of the curve 
ie -(0.253 ~ 0.001) neac/ahannel,while the calibration conetant obtained 
from tha other side of tha curve is -(0.383 ± 0.002) nsec/channal where 
the errors ara statistical errors. This nonsymmetry arises from tha fact 
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that the two 2N643 transistors do not have exactly the same character-
istics. When the two transistors were transposed the calibration curve 
was reflected about the vertical line at time equals zero. The half-life 
of two of the levels measured in this investigation were measured using 
both sides of the calibration curve. The same half-life was obtained in 
these cases, independent of which side of the calibration curve was used. 
These measurements were mentioned in Section IV. 
From the checks mentioned above, it is concluded that the two methods 
of calibrating give essentially identical results. It is further con-
cluded that the converter was operating reliably over a linear range of 
approximately 20 nsec. 
It is also concluded that, in general, the converter calibration is 
good to an accuracy of 1.7X. In obtaining this value, a ll error is 
assigned to the cable measurements, a ll statistical error is assigned 
to the determination of the slope in the linear range and an error of 
ll is assigned to a possible time drift in the calibration of the con-
verter. The square root of the sum of the squares of these values gives 
a resultant error of l.]X. 
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VIII. APPENDIX C: MEASUREMENTS OF THE TIME DELAY OF THE CONVERTER 
CALIBRATION CABLES AND DiE SPIRAL DELAY LINE 
The following method was used by W. A. Rinehart of the Ames Laboratory 
Instrumentation Group to measure the time delay of the cables and spiral 
delay line used in the present lifetime measurements. 
The equipment used in the measurements consisted of a Tektronix-type 
661 oscilloscope, an E. H. Research Laboratory fast-rise pulse generator, 
a Hewlett Packard variable-frequency oscillator and a Hewlett Packard 
high-frequency counter. The rise time of the E. H. pulse generator pulses 
is less than 1 nsec. 
In this method the pulse generator output is fed to the external 
sweep trigger and through a reference cable to the vertical deflec-
tion input. The piece of cable to be measured is then inserted between 
the reference cable and the input to the vertical deflection plates. The 
displacement of the pulse is determined using the half amplitude point 
on the rise of the pulse as the fiducial point. Various time scales were 
used depending on the length of the cable being measured. Each time scale 
used was calibrated using the variable-frequency oscillator and the 
high-frequency electronic counter. Using this method the time delay of 
each cable was measured to an accuracy of 11. 
In this method to measure the RG 63/U cables used in calibrating the 
converter, a cable connector was left on each cable. In effect this 
means that the delay that was determined for each cable was a combination 
of the cable delay plus the delay introduced by the connector. This was 
b . t• . . ' necessary ecause 1n prac 1ce 1t was necessary to 1nsert a cable connector 
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in either channel whenever a length of cable was inserted. 
The time delays of several cables were also measured using the 
standing wave method. The agreement with the results obtained using the 
method described above was well within the lt accuracy mentioned. 
A plot was constructed of the measured delay of each cable plus 
connector versus the calculated delay using the velocity of propagation 
as 0.84c. This curve is shown in Figure 51 . The slope and y-intercept 
were determined to be (0.987 ~ 0.002) and (0.185 ~ 0.017) nsec respectively 
by using the IBM 7074 computer. The intercept gives the values of the 
delay for the cable connector as (0.19 ~ 0.02) nsec while the slope gives 
the velocity of propagation as (0.851 ~ 0.002)c. The errors in these 
values are the standard deviation as determined by the computer and arise 
from the scatter of the points. 
The propagation time of the spiral delay line was measured in a 
similar manner. The delay of each turn was measured individually. The 
timedelays ofseveral turns near each end of the spiral delay line were 
found to differ by several per cent from the delay of the other turns. 
Except for these external turns, the values of the delay per turn was 
found to be 0. 24 ± 0. 01) sec/turn. The external turns were not used 
in the converter calibration. 
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Figure 51. Curve showing the relation between the measured time delay of the RG 63/U calibrating 
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IX. APPENDIX D: COMPUTER PROGRAMS 
Two computer programs for the Iowa State University IBM 7074 computer 
were used in this investigation. Both programs utilized a least squares 
fit to a linear relationship between the data analyzed. The determination 
of the calibration constant was accomplished using an unweighted least 
squares fit,and a weighted least squares fit was used for the determina-
tion of the half-life in the slope method described in Section III. 
The least squares method is discussed by many authors, i ncluding 
Worthing and Geffner (1 07). In the least squares fit 
to a straight line, it is desired to find two constants, A and B, for a 
set of points (xi, yi) which satisfy the relationship: 
yi = Axi + B . 
If we let Ui equal the assigned weight to the ith point, A and Bare 
determined by finding the two constants that minimize the sum: 
(41) 
(It is assumed that the error in xi is small compared to the error in yi 
in this method.) The values of A and B which make Q a minimum are given 
by the following equations: 
A • [(~ w1)(~ w1x1y1) - (~ w1x1 )(~ w1y1)]/D (42) 
B = [(I:wixf)(I:Uiyi)- (~Uixi)(I:Uixiyi)]/D (43) 
where (44) 
In addition the errors, ~A and~ B, in A and B are given by: 
where 
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t:,. A "' cr[ (Z wi)/DJ'~ 
t:. B = cr[(Z wixf)/D]\ 
cr = 
- -\ lNZ Wf (Yf -Axi -B) 2] (N-2)Z ~ 
As was mentioned previously, a computer program for an unweighted 
(45) 
(46) 
(47) 
least squares fit to a straight line (Wf = 1 for all wi in Equations 41 
through 47) was used to evaluate the converter calibration constant. The 
time delay and the channel number position of the center of gravity 
associated with the prompt coincidence distribution recorded on the pulse-
height analyzer were used as the x and y coordinates, respectively, in the 
equations given above. 
Since this program is a relatively simple one and is included in 
most computer program libraries, the details of this program will not 
be discussed. 
The computer program for evaluating the half-life of an isomeric 
state using the slope method of analysis is more involved and will be 
discussed in detail. The computer program was written by the Ames 
Laboratory Computer Group under the supervision of Mr. Charles Turner. 
In the slope method, Equation 30 is used as the basis of the method. 
In analyzing the data, only the data in the region R where P(t) << N(t) 
is used. P(t) is the prompt distribution as a function of the time delay 
t and N(t) is the delayed distribution associated with the half-life T of 
interest. We will restrict ourselves to the region R in the discussion 
that follows. 
"· 
In the region R Equation 30 becomes: 
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d logN(t) = _ 1 (48) 
dt 'T 
Upon integrating this equation and changing to logarithms to the 
base ten, we obtain: 
log10N(t) = At + B (49) 
where A= -(log10e)/-r and B is a constant. If we now let y = logloN(t), 
we obtain the linear relationship: 
y = At + B , 
which allows the use of the least squares fit to a straight line. 
The time delay, ti, is calculated from the equation: 
t = Ez + F i i 
(50) 
(51) 
where z is the channel number, and the constants E and F are obtained from 
the computer analysis of the converter calibration data. Also, in the 
calculations, yi is determined from the equation: 
(52) 
where Ni is the number of counts in the delayed coincidence distribution 
for the ith point and Gi is the accidental coincidence background for the 
ith point. 
The computer program was constructed to perform an iterated weighted 
least squares fit using different weights for each iteration. In practice 
five iterations were performed for each set of data although the program 
is written to allow any number of iterations. Therefore, in practice, 
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we obtained five values for the constants A and B: (A1 , A2 , ... A5) and 
(Bl, B2, ... B5). 
In obtaining A1 and B1, the weights wli are calculated by the follow-
ing equation: 
(53) 
Since the wli are very erratic for points having poor statistics, 
i.e. a low number of counts and hence a large relative error, it was 
thought that a smoother weighting function could be obtained by using the 
values of N obtained from A1 and B1 for calculating the weights for 
another determination of the half-life which would be more accurate. 
Therefore, ~i for the second interaction is calculated using 
where 
= [loglo(l + ~ Nli/Nli)]-2 
Nu = lOYli 
y li ,. Al ti + Bl 
~ Nli = (Nli + 2Gi), 
if Yi - Yu > 0, 
If Yi - Yli < 0, and if 1 -(~ N1i/N1i) > 0, ~i is calculated using 
If 1 -(~ N1i/N11) 50 for some value of i, say j, the program stops 
calculating the ~i and calculates A2 and B2 using the points up to 
point j. 
(54) 
(55) 
(56) 
(57) 
(58) 
The program then uses A2 and B2 to calculate the weights ~i for the 
next iteration using the same formulas as for ~i with the subscripts 
numbers increased by one. This process is repeated until the desired 
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number of iterations is completed. The final value of A is then used to 
determine ~ 1; 2 using: 
The choice of the two different values of wi for the second and 
succeeding iterations is to help correct for the fact that the experi-
mental points above the calculated curve are in general closer to the 
curve than the experimental points below the curve. The condition for 
(59) 
1 -(6 Nji/Nji) ~ 0 is to avoid having the logarithm of a negative number 
or zero. 
The errors in each Aj and Bj are also determined and printed out 
by the computer program. 
A flow chart of the program is shown in Figure 52 and the Fortran 
program is given in Figure 53. 
Two checks on the program were made, one concerning the relative 
change between A1 and A5,and the other concerning the spread of the 
experimental points about the final calculated curve. 
The relative change between A1 and A5 depends very much on the 
statistics involved. For the earlier measurements of the half-life of 
the 8.4-keV level in Tm169 , the relative difference averaged about 2l 
with A5 producing the smaller value for the half-life. The relative 
change between A1 and A5 was negligible (less than ll in the cases 
checked) for the measurements of the effect of the high voltage on the 
half-life value for the 8.4-keV level. 
In addition, a visual check of 14 sets of data consisting of approx-
imately 400 points gave 5ll of the experimental points greater than the 
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Figure 52. Flow chart of the computer program used to determine the half-lives of isomeric states 
by the slope method 
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Slll•TOTAL CUUNTS,GIIl•HACKGROUND,ZIIl•CHANNEL NUMBER 
Wlll•INITI4L '..IEIGHTS,.Wliii•NFW wEIGHTS 
N•NUMdER OF PniNTS,M•NUMBER OF ITERATIONS 
E•CALIORATION CONSTA~T,F•CALIBRATION INTERCEPT 
01 MENS I 0~ l I 100 I , S I 100 I , G I 100 I, W 1100 l , W111 00 I, Y 1100 l , R I 100 I , YC I 100 
1l,Pll100l,DP111~0l.TI100l,AI7.,21,RI2l,VI2l 
COMMON z,s,.G,I,,.W1,Y,R,YC,P1,DP1,T 
1-l READ lOO,N,.M 
IFINI 10,10,11. 
10 STOP 89 
11 READ 1Q1,1ZII I, 1;1,~1 
R E AD 1 0 1 , I S I I l , . I • 1 , N l 
READ l01oiGIII,[•1,1~) 
READ 101,CONSE,CONSF 
J •0 , •) 
DO 12 I •1 ,.N 
Y I I l; S I I J -G I I I 
w II I • 5 (I l +G II l 
WI I l•YI I l•Y( I 1/WI I I 
Yl I ) ; LQGXFIYI I I I 
12 Tlll•CONSE•ZI ll+CO~SF 
i'RI~T 110 
PRINT 111, I I , l I I I , S I I I , G ( I l , Y I I I , T I I l , W I I l , 1•1, N I 
PRINT 112iC~N~E,CONSF 
10C(I FN•N 
J;J+1 
IFIJ-MI 190,190,2CC 
190 V(1);0, 
Vl2l•O, 
Al1.11=0, 
1111,2);0, 
Al2,2l•O, 
DO 13 1•1,N 
A I 1 , 1 I = A I 1 , . 1 I + w I I I 
A I 1 , 2 l • A I 1, 2 H w I I l • T I I I 
A I 2, 2 I • A 1.2, 2 l +WI I I • T ( I l • Til I 
VI 1 l =VI 1 J +WI I l • Y I I l 
13 Vl?l=V12l+WIIl•YIIl•TIII 
DET sA I 1, 1 l •A I 2, 21-11 I 1 ,.2) •A I 1, 2 l 
IFIOEfl 14,14,15 
15 Blll•IAI2,2l•VI11-AI1,21•V12ll/OET 
B I 2 l • I A I 1, l l • VI 2 l- A I 1 ,.2 l *VI 1 l l /DE T 
EP.ROR•O. 
DO 1 b I s1, N 
1b Rlll•YIIl-BI2l•TIIl-BI11 
DO 17 I • 1, N 
17 ERROR=fRROR+W(Il•RIIl•RIIl 
DENU•IFN-2.0l•AI1,1l/FN 
ERROR•ERROR/DfNO 
SIB•ERROR•AI2,71/DfT 
SIB•SQRTFISIBJ 
S I A • E P R OR • A I 1 , 1 I I 0 [T 
SIA=SQRTFISIAJ 
PRINT 113,BI1l,SIB,BI2l,SIA 
DO 20 I•1 1 N . 
2C YCI!l=BI2l•TIIl+8111 
DO 21 I" 1o N 
Figure 53. Fortran program of the computer program used to determine the 
half-lives of isomeric states by the slope method 
c 
P11 Il=I1C.Ol••YCIIl 
21 DP11Il=S,RTFIP11ll+2.•GIIll 
DO 22 I=1,N 
IFIYI Il-YCIIll 1£0,121,121 
170 
121 W11Il=1.011LOGXFI1.0+DP11IIIP11llll••2 
GO TO 22 
120 IF 11.0-DPliiliPlllll 102,.102,103 
1 0 3 W 1 I I J = 1 • 0 I I L 0 G X F 11 • 0-D P 1 I I I I P 1 I I I l I .. 2 
22 CONTINUE 
GO TO 25 
10~ ~CUTOF=I-1 
PRINT 150,NCUTOF 
N-=NCUTDF 
25 DO 77 1=1,N 
71 WIII=W1(1) 
GO TO 1 Of·O 
1'• PRINT ll4,D[T 
200 GO TO Ul 
100 FOR~AT 1215) 
101 FORMAT 17F10.0) 
110 FO~MAT 122H1PRCGRA~ FOR DR. HATlHII6HJ I8X,4HZIII13X,4HNII113X, 
14HB I I ) 13X, 4 HY I I ) 13 X , .4HT I I l 13 X, 4HW I I I I I I 
111 FORMAT 13X, 13tbE17.t:ll 
112 FORMAT 14H £ =~17.6,5X,4H F =El7.8//l 
113 FORMAT 14H 9 =E17.P,3X,8HDEL TAB •El7.8,3X,3HA =El7.8,3X,8HDELTAA a 
1E17.8J 
114 FORMAT I30H ERROR MESSAGF , DETtR~INANT =El7.8l 
150 FORMAT (8HNCUTOF •I3) 
END 
Figure 53. (Continued) 
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points on the computer determined curve and 49~ of the experimental 
points less than the points on the determined curve. 
The first check indicates that an iterated program is probably not 
necessary when the relative errors of the individual experimental points 
are small, but that a significant improvement is obtained when the 
relative errors of the points are large. 
The second check indicates that the calculated curve is reliable 
since,on the average,50% of the experimental points should lie above the 
calculated curve and 507. should lie below the curve. 
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X. APPENDIX E: THEORETICAL CALCULATIONS FOR GADOLINIUM 155 
In this appendix a more detailed discussion will be given of the 
theoretical calculations of the lifetime of the two single particle levels 
in Gd155 . The odd particle in Gdl55 is a neutron and,therefore,Equation 
16 must be used as corrected for a neutron transition. For a neutron 
155 transition in 64Gd91 Equation 13 becomes: 
21 -!iill 3 12 2 -1 T = (2.70)xl0 ( ) I <I 1 K K1 -K I 1 I' K' > GEl sec 197 Mev 
where GEl = J1 ,< N' J' I r I N j > Jf* < ! 1 0 0 I i 1 1' 0 > 
XL ou•a'ft,A' a;A< llA K'-KI R li'A' >. AA I .{ 
u' 
The first case considered will be the case of the transition from 
the (651]3/2 excited state to the (521]3/2 ground state. For this case 
N' = N-1 = 5, K' = K = 3/2, I' = I = 3/2 and: 
< I 1 K K'-K I I 1 I' K' > I 
= I < <3/2> 1 <3/2> o I <3/2> 1 <3/2)(3/2> > I = o. 7746. 
If GEl above is expanded we obtain: 
173 
The Clebsch-Gordon coefficients were obtained from tables of Chi (108) 
and Simon (109). When the numerical values of the Clebsch-Gordon coef-
ficients are substituted, GEl becomes: 
GEl = -1.883(-0.6699a51a61 - o .6405a52a62) 
-1.773(-0.6455a)1a41 - 0.5774a)2a42) 
+0.9487ai1a21 + 0.6742(0.730Ja51a41 + 0.683laS2a42) 
+0.9258(0 . 7303a)1a21 + 0.5774a;2a22> . 
The constants al'A' and aJt\. were obtained from the tables given by 
Nilsson (39) . The constants which are given by Nilsson must be normalized 
such that 1: (a9A) 2 = 1 and 1: (aR'A') 2 = 1. The tables of Nilsson are 
tabulated as a function of 7 and are given only for integral values of 1 . 
In order to obtain intermediate points for the calculation, it was 
necessary to interpolate between the tabulated values. This interpola-
tion was done using graphic interpolation. The constants in Nilsson's 
tables were plotted on linear graph paper in the case of the [651]3/2 
orbital and on log-log paper in the case of the [521]3/2 orbital. 
In the second case of a neutron transition from the [642]5/2 level 
(I= K = 5/2) to the [521]3/2 ground state (I' = K' = 3/2), GEl was found 
to be: 
GEl = -1.88(0.599a51a62 + 0.679a52a63) 
-1.77(0.645a)1a42 + 0.764a)2a43) -1.34ai1a 22 
+0.674(0.365aS1a42 + 0.258aS2a43) + 0.663a)1a 22 
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In addition the quantity< IlKK' IK Ili'K'> is found to be: 
1<(5/2)1(5/2)·11(5/2)1(3/2)(3/2)>1- 0.816 
The constants alA from Nilsson's tables were plotted on linear graph 
paper for the [642]5/2 level, and the radial matrix elements given by 
Equations 20 and 21 were used in calculating both values of GEl given 
above. 
